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VYRTYCH a.s. 

We are a Czech manufacturer of industrial 

lighting fixtures with thirty year tradition. 

We produce industrial and special 

lighting f ixtures above all, for which 

higher demands f rom point of view of 

safety and resistance are imposed. 

We offer wide range of lighting f ixtures, 

with which we are able to sat isfy 

requirements of  our customers .

We have our own development and design 

department, complete producing technology 

and accredited testing laboratory. 

Thanks to it we are able to satisfy special 

requirements of customers and produce 

atypical designs of „tailor made“ lighting 

fixtures.

We offer a wide range of products sold 

world-wide.

30 
YEARS  
ON THE MARKET

60000 m2 
SIZE OF PREMISES

100 
EMPLOYEES

70+ 
MARKETS OF THE WORLD ARE OPEN FOR US

60 
TYPES OF LED 
LIGHTING FIXTURES

www.vyrtych.com
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CENTRE OF DEVELOPMENT 
AND TESTING LABORATORIES

WE OFFER FLEXIBLE 
TECHNICAL COOPERATION 

to producers, distributors, and importers 

of electrical equipments, who wants 

to verify and prove the safety of their 

products.

We have modern technical facilities, top 

instrumentation equipment, long-term 

experience and highly qualified staff.

C
e

n
tr

e
 o

f 
d

e
v

e
lo

p
m

e
n

t 
a

n
d

 
te

s
ti

n
g

 l
a

b
o

ra
to

ri
e

s

It is Czech independent laboratory providing 

services in the field of testing. 

The laboratory is primarily focused on tests 

serving the purpose of verifying technical 

requirements for products prior to their placing 

on the market according to the Act No. 22/1997 

Coll. And Act No. 90/2016 Coll.

BASIC TESTS  
CARRIED OUT

1 TESTS OF ELECTRICAL  

SAFETY - LABORATORY OF EXTERNAL 

DOSIMETRY

■ Thermal tests and tests of durability 

■ Electrical tests

■ Tests verifying the degree of protection IP

■ Tests of mechanical properties

■  Tests of resistance against heat,  

fire, and creeping currents

2 PHOTOMETRIC MEASUREMENT

■  Measurement of luminous flux

■  Measurements lighting distribution

■  Measurements photobiological safety

■  Spectral measurement of Light sources and 

lighting fixtures

3 ELEKTROMAGNETIC 

COMPATIBILITY TESTS – EMC

■  Tests of electromagnetic interference /  

emissions – EMI

■  Tests of electromagnetic resistance / 

immunity (susceptibility) – EMS

■  Measurement of emissions of harmonic currents
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4 CLIMATIC TESTS 

■  Tests of heat resistance

■  Cold test, dry-heat test, damp-heat test, 

temperature change test – shock test

■   Salt spray test with possibility of climate 

regulation

■  Solar radiation resistance tests

5 MECHANICAL  

AND MATERIAL TESTS

■  Impact tests (IK) (IK code)

■  Tests of traction and bending characteristics

■  Measurement of melt flow rate – MFlow

■  Tests of impact tenacity

■  3D measurement department

■   Microscopic and non-destructive  

material testing

■  Elemental analysis of materials
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We are holders of several international  

ISO 9001 certificates.

These are certificates IQNet according to 

ISO 9001:2015, CQS according to ČSN EN ISO 

9001:2016 and EZU according to ČEN EN ISO 

9001:2015.

Our company has certificate designated FTZÚ 

04 ATEX Q 016 for production of lighting fixtures 

for a areas with danger of explosions issued by 

testing institute Fyzikálně technický zkušební 

ústav Ostrava-Radvanice.
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CERTIFICATES

1. Quality assurance notice 

FTZÚ 04 ATEX Q016

2. EN ISO 9001:2015 

Electrotechnical  

Testing Institute

3. IQNet CERTIFICATE 

ISO 9001:2015

4. CQS CERTIFICATE ČSN 

EN ISO 9001:2016
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  OVERVIEW OF LIGHTING FIXTURES

01. INDUSTRIAL LIGHTING FIXTURES             10-37

02. LIGHTING FIXTURES FOR AREAS WITH DANGER OF EXPLOSION                     40-65

04. LIGHTING FIXTURES FOR HIGH RISK OF DAMAGE - ANTIVANDAL                                  76-85

03. LIGHTING FIXTURES FOR EXTREME AMBIENT TEMPERATURES          66-73      
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08. EMERGENCY LIGHTING FIXTURES                  130-149

07. LIGHTING FOR SPORT AREAS              122-127      

06. LIGHTING FIXTURES FOR CLEAN ROOMS             112-119

05. INTERIOR LIGHTING FIXTURES              88-109    
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EUROPA-LED

IP 66

C90-C270C0-C180

EUROPA-LED
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B

ta
-20°C
min.

5years
Warranty

850°C
PCIK 10

HACCP

4000K

055374 EUROPA-LED-1250-118-4K 1114 8 139 40 670 460 1,2

055375 EUROPA-LED-2500-218-4K 2228 16 139 40 670 460 1,2

055376 EUROPA-LED-5000-218-4K 4531 33 137 40 670 460 1,3

055373 EUROPA-LED-2600-136-4K 2278 17 134 45 1280 880 2,1

055372 EUROPA-LED-5100-236-4K 4557 33 138 40 1280 880 2,3

055377 EUROPA-LED-10000-236-4K 9063 66 137 40 1280 880 2,5

055371 EUROPA-LED-3850-158-4K 3418 25 137 40 1580 1000 2,7

055370 EUROPA-LED-7600-258-4K 6836 50 137 40 1580 1000 2,6

055378 EUROPA-LED-12550-258-4K 11343 80 142 35 1580 1000 3

055419 NSP EUROPA-LED-16700-258-4K 14403 94 153 40 1580 1000 3

055443 NSP EUROPA-LED-20000-258-4K 17110 115 149 40 1580 1000 3
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Application: Dustproof lighting fixture of new generation EUROPA-LED with splash water resistance is designed for  workshops, ware houses,manufacturing 
areas and garages. 

Ballast: EP – electronic 220-240 V/50-60 Hz AC, 220-240 V DC

Light source: LED, 4000K, CRI +80, MacAdam3

Housing:  Plastic material PC  (polycarbonate), grey colour RAL 7035

Diffuser: PC  (polycarbonate) opal

Fastening: Direct surface ceiling or  wall mounting by means of two self-locking fastening brackets (standard equipment) or set of wall brackets - 

angle 45° , pole mounting via set of pole brackets, suspension by means of wire or cable suspenders.    

Connection: Screwless three-pole terminal block, maximum diameter of wires 2.5 mm2.

Standard equipment: Cable gland Pg13.5 for diameter of cable 7-12 mm and fastening brackets for direct fastening of lighting fixture to a mounting surface

Calculated lifetime – LED modules: 

L80B10 ta30 – 70 000h 
L70B10 ta30 – 100 000h

Order
number

Name

Lighting 
fixture luminous 

flux (lm)

Power 
input
(W)

Rated
power output

(lm/W)

Dimensions 
of lighting  

fixture A (mm)

Mounting
spacing  
B (mm)

Weight
(kg)

Tolerance of luminous flux and power input of the lighting 
fixture +/- 10%

Ta max
(°C) 
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* declared for reduced ambient temperature ta 30°C

DIM – dimmable electronic ballast (DALI,DSI, 1-10V)   EM-1/3 - non-maintained emergency lighting

GESIS – possibility to equip lighting fixtures with connectors  MULTI-1/3 - maintained emergency lighting

NANO – lighting fixtures can be protected by a special nano-layer   NSP - stainless steel clip

(hydrophobic, oleophobic or antibacterial protection)   ADELS - possibility to equip lighting fixtures with a connector terminal block 

1/3 F - single-phase or three phase through wiring connection,   NUP - stainless steel fastening bracket

maximum diameter of wires 2.5 mm2    NSPP - stainless steel clip and fastening bracket

2.7K-6.5K - colour temperature      II - insulation class II

On request

Lighting fixture detail

Accessories on request

Suspended mounting

051131 Cable suspension-EUROPA-2x (3m)

Suspended mounting

001721 Wire suspension EUROPA

001748 LAK Protective cage EUROPA 18W 

001749 LAK Protective cage EUROPA 36W

001750 LAK Protective cage EUROPA 58W

051099  Set of wall brackets - angle 45° EUROPA 
(2 pcs)

051098 Pole bracket EUROPA (for Ø 50 mm)

008029  Cable gland PG 13.5 with nut HEAVY DUTY 
RAL 7004

008501 Sealing plug M20

EUROPEAN UNION

EUROPEAN REGIONAL DEVELOPMENT FUND

INVESTMENT IN YOUR FUTURE

Stadard 
order 

number
MULTI-1H MULTI-3H DALI 1F 3F NSP MULTI-1H-NSP MULTI-3H-NSP DALI-NSP

055374 055427 055424 055430 055374 1F 055374 3F 055374 NSP 055427 NSP 055424 NSP 055430 NSP

055375 055400 055403 055431 055375 1F 055375 3F 055375 NSP 055400 NSP 055403 NSP 055431 NSP

055376 X X 055429 055376 1F 055376 3F 055376 NSP X X 055429 NSP

055373 055418 055425 055432 055373 1F 055373 3F 055373 NSP 055418 NSP 055425 NSP 055432 NSP

055372 055401 055404 055379 055372 1F 055372 3F 055372 NSP 055401 NSP 055404 NSP 055379 NSP

055377 055410 055411 055412 055377 1F 055377 3F 055377 NSP 055410 NSP 055411 NSP 055412 NSP

055371 055406 055407 055433 055371 1F 055371 3F 055371 NSP 055406 NSP 055407 NSP 055433 NSP

055370 055402 055405 055434 055370 1F 055370 3F 055370 NSP 055402 NSP 055405 NSP 055434 NSP

055378 055423* 055426* 055369 055378 1F 055378 3F 055378 NSP 055423 NSP* 055426 NSP* 055369 NSP

055419 X X X 055419 1F 055419 3F 055419 NSP X X X
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4000K

055186 EXTRA-LED-1250-218-4K 1088 8 136 40 670 460 1,4

055187 EXTRA-LED-2500-218-4K 2175 16 136 40 670 460 1,4

055188 EXTRA-LED-5000-218-4K 4305 33 130 40 670 460 1,5

055183 EXTRA-LED-2500-236-4K 2224 17 131 45* 1280 880 2,3

055182 EXTRA-LED-5000-236-4K 4449 33 135 40* 1280 880 2,5

055184 EXTRA-LED-10000-236-4K 8611 66 130 40 1280 880 2,7

055181 EXTRA-LED-3750-258-4K 3337 25 133 45* 1580 1000 2,9

055180 EXTRA-LED-7500-258-4K 6674 50 133 45* 1580 1000 2,8

055185 EXTRA-LED-12550-258-4K 10777 80 135 40 1580 1000 3,2

055228 NSP EXTRA-LED-16700-258-4K 13730 94 146 40 1580 1000 3,2

055240 NSP EXTRA-LED-20000-258-4K 16311 115 142 40 1580 1000 3,2

EXTRA-LED

IP 66

5years
Warranty

850°C
PC

HACCP
��������

��� IK 10 CNBOP
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Application: Dustproof lighting fixture of new generation EXTRA-LED with splash water resistance is designed for  workshops, ware houses,manufacturing 
areas, and garages. 

Ballast: EP – electronic 220-240 V/50-60 Hz AC, 220-240 V DC

Light source: LED, 4000K, CRI +80, MacAdam3

Housing: Plastic material PC (polycarbonate), ABS (acrylonitrile-butadiene-styrene), grey colour RAL 7035

Diffuser: PC (polycarbonate) opal, SAN (styrene-acrylonitrile) opal

Fastening: Surface ceiling or  wall mounting by means of two self-locking fastening brackets (standard equipment) or set of wall brackets - 

angle 45°, pole mounting via set of pole brackets, suspension by means of wire or cable suspenders.        

Connection: Screwless three-pole terminal block, maximum diameter of wires 2.5 mm2.

Standard equipment: Cable gland Pg13.5 for diameter of cable 7-12 mm and fastening brackets for direct fastening of lighting fixture to a mounting surface

Calculated lifetime – LED modules:

L80B10 ta30 – 70 000h
L70B10 ta30 – 100 000h

Order
number

Name

Lighting 
fixture luminous 

flux (lm)

Power 
input
(W)

Rated
power output

(lm/W)

Dimensions 
of lighting  

fixture A (mm)

Mounting
spacing B

(mm)

Weight
(kg)

Ta max
(°C) 

Tolerance of luminous flux and power input of the lighting fixture +/- 10%
* NSP - in version with stainless steel clips its declared for ambient temperature ta 50°C
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EM
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DIM – dimmable electronic ballast (DALI,DSI, 1-10V)   EM-1/3 - non-maintained emergency lighting

GESIS – possibility to equip lighting fixtures with connectors  MULTI-1/3 - maintained emergency lighting

NANO – lighting fixtures can be protected by a special nano-layer   NSP - stainless steel clip

(hydrophobic, oleophobic or antibacterial protection)   ADELS - possibility to equip lighting fixtures with a connector terminal block  

1/3 F - single-phase or three phase through wiring connection,   NUP - stainless steel fastening bracket

maximum diameter of wires 2.5 mm2    NSPP - stainless steel clip and fastening bracket    

2.7K-6.5K - colour temperature     RN - outdoor application for uncovered areas

II - Insulation class II       

On request

Lighting fixture detail

* declared for reduced ambient temperature ta 30°C 

* declared for reduced ambient temperature ta 30°C

Accessories on request

Suspended mounting

051131 Cable suspension-EXTRA-2x (3m)

Suspended mounting

001696 Wire suspension EXTRA

001748 LAK Protective cage EXTRA 18W 

001749 LAK Protective cage EXTRA 36W

001750 LAK Protective cage EXTRA 58W

064643 Set of wall brackets - angle 45° EXTRA 
(2 pcs)

051157 Pole bracket EXTRA (for Ø 50 mm)

008029  Cable gland PG 13.5 with nut HEAVY DUTY 
RAL 7004

008501 Sealing plug M20

Stadard 
order 

number 
SAN

MULTI-1H MULTI-3H DALI 1F 3F

055086 055096 054956 055149 055086 1F 055086 3F

055087 055097 054957 055147 055087 1F 055087 3F

055088 055098 054958 055148 055088 1F 055088 3F

055083 055093 054953 055143 055083 1F 055083 3F

055082 055092 054952 055142 055082 1F 055082 3F

055084 055094 054954 055144 055084 1F 055084 3F

055081 055091 054951 055141 055081 1F 055081 3F

055080 055090 054950 055140 055080 1F 055080 3F

055085 055095* 054955* 055145 055085 1F 055085 3F

Stadard 
order 

number 
PC

MULTI-1H MULTI-3H DALI 1F 3F RN NSP MULTI-1H-NSP MULTI-3H-NSP DALI-NSP

055186 055223 055224 055217 055186 1F 055186 3F 055206  055186 NSP 055223 NSP 055224 NSP 055217 NSP

055187 055190 055193 055218 055187 1F 055187 3F 055205   055187 NSP 055190 NSP 055193 NSP 055218 NSP

055188 X X 055219 055188 1F 055188 3F 055204   055188 NSP X X 055219 NSP

055183 055220 055225 055201 055183 1F 055183 3F 055211  055183 NSP 055220 NSP 055225 NSP 055201 NSP

055182 055191 055194 055199 055182 1F 055182 3F 055209   055182 NSP 055191 NSP 055194 NSP 055199 NSP

055184 055221 055203 055216 055184 1F 055184 3F 055210   055184 NSP 055221 NSP 055203 NSP 055216 NSP

055181 055197 055196 055215 055181 1F 055181 3F 055212  055181 NSP 055197 NSP 055196 NSP 055215 NSP

055180 055192 055195 055189 055180 1F 055180 3F 055207  055180 NSP 055192 NSP 055195 NSP 055189 NSP

055185 055222* 055202* 055200 055185 1F 055185 3F 055208 055185 NSP 055222 NSP* 055202 NSP* 055200 NSP

055228 X X X 055228 1F 055228 3F 055239  055228 NSP



P
r
ů

m
y

s
lo

v
á

 s
v

ít
id

la

1414

VIPET-LED  

IP 66

ta
-20°C
min.

5years
Warranty

850°C
PC

HACCP
IK 07

C90-C270C0-C180

VIPET-LED

4000K

053180 VIPET-LED-2500-136-4K 2265 17 133 35 1290 700 2,8

053181 VIPET-LED-5000-136-4K 4531 35 129 35 1290 700 2,8

053182 VIPET-LED-3750-158-4K 3398 26 131 35 1590 1000 2,8

053183 VIPET-LED-7500-158-4K 6797 52 131 35 1590 1000 2,8
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Application: Dustproof lighting fixture VIPET-LED with splash water resistance is designed for lighting of workshops, cellars, garages, warehouses, public and 
production areas.

Ballast: EP – electronic 220-240 V/50-60 Hz AC, 220-240 V DC

Light source: LED, 4000K, CRI +80, MacAdam3

Housing: Plastic material PC (polycarbonate), grey colour RAL 7035

Diffuser: PC (polycarbonate) opal

Fastening: Surface ceiling or  wall mounting by means of two self-locking fastening brackets (standard equipment) , suspension by means of wire or cable 
suspenders.    

Connection: Screwless three-pole terminal block, maximum diameter of wires 2.5 mm2.

Standard equipment: Cable gland Pg13.5 for diameter of cable 7-12 mm and fastening brackets for direct fastening of lighting fixture to a mounting surface

Calculated lifetime – LED modules: 

L80B10 ta30 – 70 000h 
L70B10 ta30 – 100 000h

Order
number

Name

Lighting 
fixture luminous 

flux (lm)

Power  
input
(W)

Rated
power output

(lm/W)

Dimensions 
of lighting fixture 

A (mm)

Mounting
spacing  
B (mm)

Weight
(kg)

Tolerance of luminous flux and power input of the lighting 
fixture +/- 10%

Ta max
(°C) 
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Stadard 
order 

number
MULTI-1H MULTI-3H DALI 1F 3F RN NSP MULTI-1H-NSP MULTI-3H-NSP DALI-NSP

053180 053190 053194 053184 053180 1F 053180 3F 053170 053180 NSP 053190 NSP 053194 NSP 053184 NSP

053181 053191 053195 053185 053181 1F 053181 3F 053171 053181 NSP 053191 NSP 053195 NSP 053185 NSP

053182 053192 053196 053186 053182 1F 053182 3F 053172 053182 NSP 053192 NSP 053196 NSP 053186 NSP

053183 053193 053197 053187 053183 1F 053183 3F 053173 053183 NSP 053193 NSP 053197 NSP 053187 NSP

Accessories on request

Suspended mounting

051106 Plastic suspension  bracket with accessories 

Direct mounting

001719 Stainless steel fixing bracket – VIPET 1x

Suspended mounting

051131 Cable suspension VIPET (2pcs)

Lighting fixture detail

Direct mounting

003571 Stainless steel clip - POINTER, VIPET

DIM – dimmable electronic ballast (DALI,DSI, 1-10V)   EM-1/3 - non-maintained emergency lighting

GESIS – possibility to equip lighting fixtures with connectors  MULTI-1/3 - maintained emergency lighting

NANO – lighting fixtures can be protected by a special nano-layer   NSP - stainless steel clip

(hydrophobic, oleophobic or antibacterial protection)   ADELS - possibility to equip lighting fixtures with a connector terminal block 

1/3 F - single-phase or three phase through wiring connection,   NUP - stainless steel fastening bracket 

maximum diameter of wires 2.5 mm2    NSPP - stainless steel clip and fastening bracket  

2.7K-6.5K - colour temperature      RN - outdoor application for uncovered areas

On request

001745 LAK Protective cage VIPET 1x18W

001746 LAK Protective cage VIPET 1x36W

001747 LAK Protective cage VIPET 1x58W

008029 Cable gland PG 13.5 with nut HEAVY DUTY RAL 7004

008501 Sealing plug M20
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POINTER-LED  

IP 66

C90-C90- C270C270 C0-C0- C180C180

POINTER-LED-1RPOINTER-LED-2R

052981 POINTER-I-LED-1R-1300-4K 1160 9 129 50 338 x 186 x 110 100 0,8

052983 POINTER-I-LED-1R-1500-4K 1312 10 131 50 339 x 186 x 110 100 0,8

052985 POINTER-I-LED-1R-1800-4K 1604 13 123 50 340 x 186 x 110 100 0,8

052987 POINTER-I-LED-2R-2250-4K 1941 15 129 40 341 x 186 x 110 100 0,8

052988 POINTER-I-LED-2R-2600-4K 2243 18 125 40 342 x 186 x 110 100 0,9

052989 POINTER-I-LED-2R-2950-4K 2537 20 127 40 343 x 186 x 110 100 1,2
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Application: Dustproof lighting fixture POINTER-LED with splash water resistance is designed for lighting of corridors, workshops, cellars and garages.

Ballast: EP – electronic 220-240 V/50-60 Hz AC, 220-240 V DC

Light source: LED, 4000K, CRI +80, MacAdam3

Housing: Plastic material PC (polycarbonate), grey colour RAL 7035

Diffuser: PC  (polycarbonate) opal

Fastening: Surface ceiling or  wall mounting by means of two self-locking fastening brackets (standard equipment) , suspension by means of wire or cable 
suspenders.    

Connection: Screwless three-pole terminal block, maximum diameter of wires 2.5 mm2.

Standard equipment: Cable gland Pg13.5 for diameter of cable 7-12 mm and fastening brackets for direct fastening of lighting fixtures to a mounting surface.

Calculated lifetime – LED modules: 

L80B10 ta30 – 70 000h 
L70B10 ta30 – 100 000h

Order
number

Name

Lighting 
fixture luminous  

flux (lm)

Power  
input
(W)

Rated
power output

(lm/W)

Dimensions 
of lighting fixture 

Mounting
spacing
(mm)

Weight
(kg)

Tolerance of luminous flux and power input of the lighting 
fixture +/- 10%

Ta max
(°C) 
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Stadard 
order 

number
MULTI-1H MULTI-3H DALI 1F 3F RN NSP MULTI-1H-NSP MULTI-3H-NSP DALI-NSP

052981 051980 051983 052981 DALI X X 051973 052981 NSP 051980 NSP 051983 NSP 052981 DALI NSP

052983 051981 051979 052983 DALI X X 051974 052983 NSP 051981 NSP 051979 NSP 052983 DALI NSP

052985 051982 051978 052985 DALI X X 051975 052985 NSP 051982 NSP 051978 NSP 052985 DALI NSP

052987 X X 052987 DALI X X 051976 052987 NSP X X 052987 DALI NSP

052988 X X 052988 DALI X X 051977 052988 NSP X X 052988 DALI NSP

052989 X X 052989 DALI X X 051985 052989 NSP X X 052989 DALI NSP

Accessories on request

Suspended mounting

051106 Plastic suspension bracket with 
accessories

Direct mounting

001718 Stainless steel fastening bracket - 
POINTER 2x

Suspended mounting

051131 Cable suspension VIPET (2pcs)

EM-1/3 - non-maintained emergency lighting   MULTI-1/3 - maintained emergency lighting 

DIM – dimmable electronic ballast (DALI,DSI, 1-10V)   2.7K-6.5K - colour temperature

GESIS – possibility to equip lighting fixtures with connectors  RN - outdoor application for uncovered areas zones

NANO – lighting fixtures can be protected by special nano-layer   II - insulation class

(hydrophobic, oleophobic or antibacterial protection)    NSPP - stainless steel clip and fastening bracket

ADELS - possibility to equip lighting fixtures with a connector   NSP - stainless steel clip

terminal block      NUP - stainless steel fastening bracket

On request

Lighting fixture detail

003571 Stainless steel clip - POINTER, VIPET

001744 LAK Protective cage POINTER 2x11W 061066 POINTER wall bracket
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AQUA-70-LED

IP 66, IP68, IP69

5years
Warranty

LED
ta -20°C
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PC 

IK10
PMMA 
IK06
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HACCP

PC

084130 AQUA-70-LED-FL-2500-4K 1903 17 112 50 780x70x70 - 1,6

084131 AQUA-70-LED-FL-5000-4K 3806 35 109 40 1270x70x70 - 2,4

084132 AQUA-70-LED-FL-7800-4K 5709 52 110 40 1740x70x70 - 3,1

PMMA

084150 AQUA-70-LED-FL-PMMA-2500-4K 1954 17 115 50 780x70x70 - 1,6

084151 AQUA-70-LED-FL-PMMA-5000-4K 3909 35 112 40 1270x70x70 - 2,4

084152 AQUA-70-LED-FL-PMMA-7800-4K 5864 52 113 40 1740x70x70 - 3,1
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Application: Dustproof lighting fixture AQUA-70-LED with splash water resistance (IP69) and immersion to 15 m resistance (IP68) is designed for areas at 
car washes, dams, water tanks, swimming pools, and chemical industry. Due to construction and thick-wall housing the lighting fixture is mechanically very 
resistant.

Ballast: EP – electronic 220 – 240 V / 50 Hz-60Hz AC, 220-240 V DC

Light source: LED, 4000K, CRI +80, MacAdam3

Housing: Tube of 70 mm external diameter and 4 mm wall thickness made of opal PC - IK10 (polycarbonate) or opal PMMA - IK06 (polymethyl methacrylate) 
terminated with sealing plugs.

Fastening: Surface wall or ceiling mounting by means of plastic or stainless steel mounting brackets (not standard equipment) or suspension by means of 
cable suspenders 

Connection: Screwless connector terminal block, maximum diameter of wires 2.5mm2. The lighting fixture can be delivered with a pre-installed cable.

Standard equipment: Cable gland M20 for diameter of cable 6-13mm.

Calculated lifetime – LED modules: L80B10 ta30 – 70 000h 
          L70B10 ta30 – 100 000h

Order
number

Name
Lighting 

fixture luminous  
flux (lm)

Power  
input
(W)

Rated
power output

(lm/W)

Dimensions 
of lighting fixture 
A x B x C (mm)

Mounting
hole A x B

(mm)

Weight
(kg)

Tolerance of luminous flux and power input of the lighting 
fixture +/- 10%

Ta max
(°C) 



P
r
ů

m
y

s
lo

v
á

 s
v

ít
id

la

19www.vyrtych.com

In
d

u
s

tr
ia

l 
li

g
h

ti
n

g
 f

ix
tu

re
s
 

Stadard 
order 

number
EM-1H EM-3H MULTI-1H MULTI-3H DALI 1F 3F

PC

084130 084136 084139 084142 084145 084133 084130 1F 084130 3F

084131 084137 084140 084143 084146 084134 084131 1F 084131 3F

084132 084138 084141 084144 084147 084135 084132 1F 084132 3F

PMMA

084150 084176 084179 084182 084185 084153 084150 1F 084150 3F

084151 084177 084180 084183 084186 084154 084151 1F 084151 3F

084152 084178 084181 084184 084187 084155 084152 1F 084152 3F

Accessories on request

Direct mounting

053627
Stainless steel mounting bracket 
AQUA-70 (1 pc)

Direct mounting

053630 Mounting PC bracket AQUA-70, bright grey (1pc)

Direct mounting

053628 Stainless steel mounting bracket AQUA-70 (1 pc)

Direct mounting

064898 Stainless steel mounting bracket 
AQUA-70 (1 pc) for direct surface 
mounting

DIM – dimmable electronic ballast (DALI,DSI, 1-10V)   2.7K-6.5K - colour temperature

GESIS – possibility to equip lighting fixtures with connectors  II - insulation class II

NANO – lighting fixtures can be protected by special nano-layer  MULTI-1/3 - maintained emergency lighting

(hydrophobic, oleophobic or antibacterial protection)  EM-1/3 - non-maintained emergency lighting

1/3 F - single-phase or three phase through wiring connection,  CRI - colour rendering index > 90 

max. diameter of wires 2.5 mm2  

On request

Lighting fixture detail

Direct mounting

053629 Mounting PC bracket AQUA-70, dark grey (1pc)  

Suspended mounting

051127 Cable suspension AQUA-70 (2 pcs)

053629  Mounting PC bracket AQUA-70, dark grey (1pc)   

Suspended mounting

051134 Cable suspension AQUA-70 (2 pcs) stainless steel

053628  Stainless steel mounting bracket AQUA-70 (1 pc)

Suspended mounting

051127 Cable suspension AQUA-70 (2 pcs)

053630 Mounting PC bracket AQUA-70, bright grey (1pc)

In case of MULTI version the length of the lighting fixture 
is prolonged
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AQUA-40-LED

IP 65

C90-C270C0-C180

AQUA-40-LED
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PC opal

084110 AQUA-40-LED-OP-1250-4K 1080 9 120 50 1032x52x56 - 1,2

084111 AQUA-40-LED-OP-2500-4K 2160 17 127 50 1032x52x56 - 1,2

084112 AQUA-40-LED-OP-2500-4K 2160 17 127 50 1558x52x56 - 2

084113 AQUA-40-LED-OP-5000-4K 4320 35 123 45 1558x52x56 - 2

084114 AQUA-40-LED-OP-3750-4K 3240 26 125 45 2065x52x56 - 3

084115 AQUA-40-LED-OP-7500-4K 6481 52 125 45 2065x52x56 - 3

PC clear

084120 AQUA-40-LED-1250-4K 1221 9 136 50 1032x52x56 - 1,2

084121 AQUA-40-LED-2500-4K 2443 17 144 50 1032x52x56 - 1,2

084122 AQUA-40-LED-2500-4K 2443 17 144 50 1558x52x56 - 2

084123 AQUA-40-LED-5000-4K 4886 35 140 45 1558x52x56 - 2

084124 AQUA-40-LED-3750-4K 3665 26 141 45 2065x52x56 - 3

084125 AQUA-40-LED-7500-4K 7330 52 141 45 2065x52x56 - 3

Application: The dustproof lighting fixture AQUA-40-LED with splash water resistance is designed for lighting of corridors, workshops, cellars, and garages.

Ballast: EP – electronic 220-240 V/ 50-60 Hz AC, 220-240 V DC 

Light source: LED, 4000K, CRI +80, MacAdam3

Housing: Plastic tube with outer diameter of 40 mm and wall thickness of 1.5 mm made from PC (polycarbonate), transparent colour; sealing plugs at the 
ends of tubes.

Reflector: White painted steel sheet RAL 9003

Fastening: Direct fastening to a ceiling or wall by means of two plastic clips ECLIP 40 or stainless clips (not standard equipment)

Connection: Screwless three-pole terminal block, maximum diameter of wires 2.5 mm2

Standard equipment: 1 pc sealing cable gland Pg9 for diameter of cable max. 8 mm, 1 pc sealing plug M16

Calculated lifetime – LED modules:

L80B10 ta30 – 70 000h 
L70B10 ta30 – 100 000h

Order
number

Name

Lighting 
fixture  

luminous  
flux (lm)

Power  
input
(W)

Rated
power  
output
(lm/W)

Dimensions 
of lighting fixture 
A x B x C (mm)

Mounting
hole 

(mm)

Weight
(kg)

Tolerance of luminous flux and power input of the lighting 
fixture +/- 10%

Ta max
(°C) 
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Stadard 
order 

number
EM-1H EM-3H MULTI-1H MULTI-3H DALI 1F 3F

PC opal

084110 X X X X X 084110 1F X

084111 X X X X X 084111 1F X

084112 X X X X X 084112 1F X

084113 X X X X X 084113 1F X

084114 X X X X X 084114 1F X

084115 X X X X X 084115 1F X

PC clear

084120 X X X X X 084120 1F X

084121 X X X X X 084121 1F X

084122 X X X X X 084122 1F X

084123 X X X X X 084123 1F X

084124 X X X X X 084124 1F X

084125 X X X X X 084125 1F X

Accessories on request

Direct mounting

003597 Plastic clip ECLIP 40

Direct mounting

003605 Stainless steel clip AQUA-40-A4

003606 Stainless steel clip AQUA-40-A2

GESIS – possibility to equip lighting fixtures with connectors    

NANO – lighting fixtures can be protected by special nano-layer     

(hydrophobic, oleophobic or antibacterial protection)    

2.7K-6.5K - colour temperature  

On request

Lighting fixture detail
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BISON-LED

IP 65

051900 BISON-LED-H-15000-4K 12494 99 126 40 630x300x52 587x257 5,7

051901 BISON-LED-S-15000-4K 13277 99 134 40 630x300x52 587x257 5,7

051902 BISON-LED-PC-H-15000-4K 11756 99 119 40 630x300x52 587x257 5,7

051903 BISON-LED-PC-S-15000-4K 12094 99 122 40 630x300x52 587x257 5,7

051910 BISON-LED-15000-4K 12893 99 130 40 630x300x52 587x257 5,7

051911 BISON-LED-OP-15000-4K 11403 99 115 40 630x300x52 587x257 5,7

051916 BISON-LED-MP-15000-4K 12663 99 128 40 630x516x52 587x473 6,8

051904 BISON-LED-H-30000-4K 24988 197 127 35 1195x300x52 1152x257 9,5

051905 BISON-LED-S-30000-4K 26555 197 135 35 1195x300x52 1152x257 9,5

051906 BISON-LED-PC-H-30000-4K 23513 197 119 35 1195x300x52 1152x257 9,5

051907 BISON-LED-PC-S-30000-4K 24189 197 123 35 1195x300x52 1152x257 9,5

051912 BISON-LED-30000-4K 25787 197 131 35 1195x300x52 1152x257 9,5

051913 BISON-LED-OP-30000-4K 22806 197 116 35 1195x300x52 1152x257 9,5

051917 BISON-LED-MP-30000-4K 25326 197 129 35 1195x516x52 1152x473 10,9

C90-C270C0-C180

BISON-LED-15000

C90-C270C0-C180

BISON-LED-S

C90-C270C0-C180

BISON-LED-H

C90-C270C0-C180

BISON-LED-OP
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Application: Dustproof high-bay lighting fixture BISON-LED is primarily designed for areas with requirement of 
higher degree of protection IP, such as warehouse and production halls. Thanks to its luminous characteristics and 
excellent efficiency, the lighting fixture is suitable for mounting at high ceiling rooms.

Ballast: EP – electronic 220-240 V/ 50-60 Hz AC, 220-240 V DC

Light source: LED, 4000K, CRI +80, MacAdam3

Housing: White painted steel sheet RAL 9003

Diffuser: Clear hardened safety thermally toughtened glass, OP – Opal hardened safety thermally toughtened glass, 
PC (polycarbonate), MP - microprismatic diffuser

Reflector: H –optics with deep radiant luminous characteristics,  S – optics with wide radiant luminous characteristics

Fastening: Mounting via suspension brackets

Connection: The lighting fixture is provided as a standard with 2 m cable (3x1.5 mm2) that is terminated by sleeves

Standard equipment: 4 pcs  suspension brackets M5

Calculated lifetime – LED modules:

L80B10 ta40 – 70 000h 
L70B10 ta40 – 100 000h

Order
number

Name

Lighting 
fixture  

luminous  
flux (lm)

Power  
input
(W)

Rated
power output

(lm/W)

Dimensions 
of lighting fixture 
A x B x C (mm)

Mounting
spacing D x E

(mm)

Weight
(kg)

Tolerance of luminous flux and power input of the lighting fixture +/- 10%

Ta max
(°C) 
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Stadard 
order 

number
EM-1H EM-3H MULTI-1H MULTI-3H DALI 1F 3F

051900 X X X X 051900 DALI X X

051901 X X X X 051901 DALI X X

051902 X X X X 051902 DALI X X

051903 X X X X 051903 DALI X X

051910 X X X X 051910 DALI X X

051911 X X X X 051911 DALI X X

051916 X X X X 051916 DALI X X

051904 X X X X 051904 DALI X X

051905 X X X X 051905 DALI X X

051906 X X X X 051906 DALI X X

051907 X X X X 051907 DALI X X

051912 X X X X 051912 DALI X X

051913 X X X X 051913 DALI X X

051917 X X X X 051917 DALI X X

Accessories on request

Suspended mounting

004768 snap-hook 6030 – zinc

DIM – dimmable electronic ballast (DALI,DSI, 1-10V)   RAL – other colour scale

GESIS – possibility to equip lighting fixtures with connectors  STAINLESS STEEL – (in case of STAINLESS STEEL version its declared for  

2.7K-6.5K - colour temperature     ambient temperature decreased about  5-10°C) 

NANO – lighting fixtures can be protected by special nano-layer     

(hydrophobic, oleophobic or antibacterial protection)    

 

On request

Lighting fixture detail
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RUSSELL-LED

IP 65

119010 RUSSELL-LED-14500-4K-90° 14456 103 140 50 340x138x187 - 3,6

119011 RUSSELL-LED-22000-4K-90° 21436 162 132 50 400x148x197 - 4,7

119012 RUSSELL-LED-14500-4K-120° 14313 103 139 50 340x138x187 - 3,6

119013 RUSSELL-LED-22000-4K-120° 22242 162 137 50 400x148x197 - 4,7

119014 RUSSELL-LED-19000-4K-90° 19535 146 134 50 340x138x187 - 3,6

119015 RUSSELL-LED-26500-4K-90° 25950 197 132 50 400x148x197 - 4,7

119017 RUSSELL-LED-19000-4K-120° 18907 146 130 50 340x138x187 - 3,6

119018 RUSSELL-LED-26500-4K-120° 25657 197 130 50 400x148x197 - 4,7

C90-C90- C270C270 C0-C0- C180C180

RUSSEL-LED-120°RUSSEL-LED-90°

 B
 

 A 

 C
 

 

ta -20°C
min

110-240V

50-60Hz
5years
Warranty IK 08

HACCP

119021 119020
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Application: Dustproof high-bay lighting fixture  RUSSELL-LED in degree of protection IP65 is designed for lighting of halls and industrial areas.

Ballast: EP – electronic 110-240V/50-60Hz

Light source: LED, 4000K, CRI +80, MacAdam3

Housing:  Painted aluminium casting (RAL 9005)

Diffuser: Clear hardened safety thermally toughtened glass (120°beam angle), PC LED optics (90° beam angle)

Fastening:  mounting via suspension bracket or via adjustable bracket 

Connection: The lighting fixture is provided as a standard with 2 m cable (3x1.5 mm2), that is terminated by soldered (tinned) wire ends

Standard equipment: 1 pc  suspension bracket  M5

Calculated lifetime – LED modules:

L80B10 ta30 – 50 000h 
L70B10 ta30 – 80 000h

Order
number

Name

Lighting 
fixture luminous 

flux (lm)

Power  
input
(W)

Rated
power output

(lm/W)

Dimensions 
of lighting fixture 
A x B x C (mm)

Mounting
spacing A x B

(mm)

Weight
(kg)

Tolerance of luminous flux and power input of the lighting 
fixture +/- 10%

Ta max
(°C) 

202

version 150W

251

version 200W

12,50 35 35
12,50

35 35

1
9

0

2
2

2
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Stadard 
order 

number
EM-1H EM-3H MULTI-1H MULTI-3H DALI 1F 3F

119010 X X X X X X X

119011 X X X X X X X

119012 X X X X X X X

119013 X X X X X X X

119014 X X X X 119022 X X

119015 X X X X 119023 X X

119017 X X X X 119024 X X

119018 X X X X 119025 X X

Accessories on request

Suspended mounting

004768 Snap-hook 6030 - zinc

GESIS – possibility to equip lighting fixtures with connectors    DIM – dimmable electronic ballast (DALI)

2.7K-6.5K - colour temperature

On request

Lighting fixture detail

Direct mounting

119020 Adjustable bracket RUSSELL-LED-19000

Direct mounting

119021 Adjustable bracket RUSSELL-LED-26500
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LARO20-LED

IP 20

C90-C270C0-C180

LARO20-S-4KLARO20-H-4K

C90-C270C0-C180

5years
Warranty
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-20°C
min.
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- lighting part

055820 LARO20-LED-H-8700-4K 8908 62 144 35 1535x70x68

055821 LARO20-LED-H-4700-4K 4516 28 161 35 1535x70x68

055870 LARO20-LED-S-8700-4K 8695 62 140 35 1535x70x68

055871 LARO20-LED-S-4400-4K 4408 28 157 35 1535x70x68

- trunking rail

055797 Trunking rail LARO/III/LED-NL-4605-7x2,5 4605

055798 Trunking rail LARO/II/LED-NL-3070-7x2,5 3070

055799 Trunking rail LARO/I/LED-NL-1535-7x2,5 1535

Application: The lighting fixture LARO20-LED is designed for direct lighting shops, production areas and warehouses. This system ensures very quick installation.

Ballast: EP – electronic 220-240 V/50-60 Hz AC, 220-240 V DC

Light source: LED, 4000K, CRI +80, MacAdam3

Housing: White painted steel sheet RAL 9003

Optics:  S – PMMA optics with wide radiant luminous characteristics 
 H – PMMA optics with deep radiant luminous characteristics 
 R – PMMA optics suitable for lighting of rack aisles  

Fastening: Direct fastening to a ceiling of lighting area by means of self-locking fastening brackets, suspension via wire suspension on fastening brackets or by 
means of self-locking cable suspension/chain on fastening brackets.

Connection: The trunking rail is provided as a standard with 3-phase through  wiring connection, maximum diameter of wires 2.5 mm2

Standard equipment: Each trunking rail is provided with a joint. The series of trunking rails must be terminated by a special accessory at both ends –  
Item 055811.

Calculated lifetime – LED modules:  L80B10 ta40 – 75 000h
           L70B10 ta40 – 110 000h

Order
number

Name

Lighting 
fixture luminous 

flux (lm)

Power input
(W)

Rated
power output

(lm/W)

Dimensions 
of lighting fixture 
A x B x C (mm)

Tolerance of luminous flux and power input of the lighting 
fixture +/- 10%

Ta max
(°C) 
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Stadard 
order 

number  
MULTI-1H MULTI-3H DALI 1F 3F

055820 055820 1H 055820 3H 055820 DALI X X

055821 055821 1H 055821 3H 055821 DALI X X

055870 055870 1H 055870 3H 055870 DALI X X

055871 055871 1H 055871 3H 055871 DALI X X

Accessories on request

Direct mounting

094458 fastening bracket LARO

Direct mounting

055809 Connecting element LARO20-LED

Direct mounting

004801 Tightener DIN 1480 M5 eye zn

DIM – dimmable electronic ballast (DALI,DSI, 1-10V)   2.7K-6.5K - colour temperature

GESIS – possibility to equip lighting fixtures with connectors  RAL - other colour scale

MULTI-1/3 - maintained emergency lighting   1/3 F - single-phase or three phase through wiring connection, 

EM-1/3 - non-maintained emergency lighting   maximum diameter of wires 2.5 mm2 
  

On request

Lighting fixture detail

Direct mounting

008503 Sealing cable gland

004754 Welded chain DIN 5685 C4/4.0 

055807 LARO cable suspension

Suspended mounting

001721 Wire suspension LARO

004768 Snap-hook 6030 (zinc)

055811 LARO20 ending cap, 
end bracket of lighting fixture

055813 LARO20-LED sealing plug
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SALUKA-LED

IP 66

C90-C270C0-C180

SALUKA-LED-OP-4K

ta
-20°C
min.

5years
Warranty

HACCP
IK 07

SALUKA-LED-4K

C90-C270C0-C180
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– transparent glass

053030 SALUKA-LED-2500-218-4K 2120 16 133 45 705 510 3,8

053031 SALUKA-LED-5000-218-4K 4166 33 126 45 705 510 3,9

053032 SALUKA-LED-5000-236-4K 4336 33 131 60 1305 1110 7,1

053033 SALUKA-LED-10000-236-4K 8333 66 126 45 1305 1110 7

053034 SALUKA-LED-7500-258-4K 6504 50 130 45 1605 1410 8,1

053035 SALUKA-LED-12550-258-4K 10429 80 130 40 1605 1410 8,3

- opal glass

053036 SALUKA-LED-OP-2500-218-4K 2079 16 130 45 705 510 3,8

053037 SALUKA-LED-OP-5000-218-4K 4362 33 132 45 705 510 3,9

053038 SALUKA-LED-OP-5000-236-4K 4254 33 129 60 1305 1110 7,1

053039 SALUKA-LED-OP-10000-236-4K 8724 66 132 45 1305 1110 7

053040 SALUKA-LED-OP-7500-258-4K 6381 50 128 45 1605 1410 8,1

053041 SALUKA-LED-OP-12550-258-4K 10918 80 136 40 1605 1410 8,3

Application: Metal dustproof lighting fixture SALUKA-LED with splash water resistance designed for workshops, garages, industrial and production areas. 

Ballast: EP – electronic 220-240 V/50-60 Hz AC, 220-240 V DC

Light source: LED, 4000K, CRI +80, MacAdam3

Housing: White painted steel sheet RAL 9003

Diffuser:  Clear hardened safety glass 
            OP - matt hardened safety glass

Reflector: White painted steel sheet RAL 9003

Fastening: Direct surface wall or ceiling mounting, ceiling mounting by means of ceiling brackets or adjustable brackets, wall mounting by means of wall arm 
brackets, pole mounting by means of pole brackets,  suspension via set of suspension hooks (standard equipment)  

Connection: Screwless three-pole terminal block, maximum diameter of wires 2.5 mm2.

Standard equipment: 1 pc M20 cable gland for diameter of cable 7-12 mm, 1 pc M20 sealing plug, 2 pcs suspending hook, 2 pcs rubber gasket 

Calculated lifetime – LED modules:

L80B10 ta40 – 75 000h
L70B10 ta40 – 110 000h

Tolerance of luminous flux and power input of the lighting 
fixture +/- 10%

Order
number

Name

Lighting 
fixture luminous  

flux (lm)

Power  
input
(W)

Rated
power output

(lm/W)

Dimensions 
of lighting fixture 

A (mm)

Mounting
spacing D

(mm)

Weight
(kg)

Ta max
(°C) 
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EM

053092 X X X 053092 1F 053092 3F

053093 X X X 053093 1F 053093 3F

053094 X X X 053094 1F 053094 3F

053095 X X X 053095 1F 053095 3F

053096 X X X 053096 1F 053096 3F

053097 X X X 053097 1F 053097 3F

www.vyrtych.com
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Stadard 
order 

number  
MULTI-1H MULTI-3H DALI 1F 3F

053030 053072 053082 053005 053030 1F 053030 3F

053031 053073 053083 053006 053031 1F 053031 3F

053032 053070 053084 053007 053032 1F 053032 3F

053033 053074 053085 053008 053033 1F 053033 3F

053034 053071 053086 053009 053034 1F 053034 3F

053035 053075 053087 053010 053035 1F 053035 3F

053036 053076 053088 053011 053036 1F 053036 3F

053037 053077 053089 053012 053037 1F 053037 3F

053038 053078 053068 053013 053038 1F 053038 3F

053039 053079 053090 053014 053039 1F 053039 3F

053040 053080 053069 053015 053040 1F 053040 3F

053041 053081 053091 053016 053041 1F 053041 3F

DIM – dimmable electronic ballast (DALI,DSI, 1-10V)   2.7K-6.5K - colour temperature

GESIS – possibility to equip lighting fixtures with connectors  1/3 F - single-phase or three phase through wiring connection,  

MULTI-1/3 - maintained emergency lighting     maximum diameter of wires 2.5 mm2

EM-1/3 - non-maintained emergency lighting   NEREZ –housing is made from stainless steel AISI 304 or AISI 316 

NANO - lighting fixtures can be protected by special nano-layer  (in case of STAINLESS STEEL version its declared for ambient 

 (hydrophobic, oleophobic or antibacterial protection)   temperature decreased about  5-10°C)

 FOOD – the lighting fixture is provided with PC diffuser that   ADELS - possibility to equip lighting fixtures with connector terminal block 

is suitable for food industry (IP64)

On request

Lighting fixture detail

Accessories on request

051145  Pole bracket  SALUKA stainless steel 
(for Ø 50 mm)

064018 Pole bracket  SALUKA stainless steel 
(for Ø 40 mm)

063754 Set of adjustable brackets SALUKA 
(2 pcs)  

051147 Stainless steel wall arm bracket
SALUKA 60° (1 pc)   

051139 Set of ceiling brackets SALUKA (2 pcs)
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PITBUL-LED

IP 65

4000K

051850 PITBUL-LED-OP-5000-218-4K 4470 35 128 65 703x310x142 450 9,1

051851 PITBUL-LED-OP-10000-236-4K 8940 70 128 55 1313x310x142 800 13,8

051852 PITBUL-LED-OP-15000-258-4K 13410 104 129 55 1613x310x142 1100 16,6

051853 PITBUL-LED-OP-10000-418-4K 8899 70 127 55 703x369x142 450 8,9

051854 PITBUL-LED-OP-18300-436-4K 15895 121 131 50 1313x369x142 800 16,1

051855 PITBUL-LED-OP-29000-458-4K 24845 195 127 45 1613x369x142 1100 19,6

C90-C270C0-C180

PITBUL-LED-OP

5years
Warranty

ta
-20°C
min. IK 07

 A 

 B
 

 C 

 D
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Application: Robust metal lighting fixture PITBUL-LED with high degree of protection is designed for areas, such as heavy indus try, areas with occurrence of 
aggressive substances (e.g. oils, greases) and other manufacturing areas. 

Ballast: EP – electronic 220-240 V/50-60 Hz AC, 220-240 V DC

Light source: LED, 4000K, CRI +80, MacAdam3

Housing: White painted steel sheet RAL 9003

Diffuser:  CL – clear hardened safety glass
             OP – matt hardened safety glass

Reflector: White painted steel sheet RAL 9003

Fastening: Direct surface munting by means of M8 screws, suspension via suspending brackets, recessed mounting via the frame, ceiling mounting via set 
of ceiling brackets, pole mounting via set of pole brackets, wall mounting via set of adjustable brackets. 

Connection: Screwless three-pole terminal block, maximum diameter of wires 2.5 mm2

Standard equipment: Cable gland Pg13.5 for diameter of cable 7-12 mm and sealing plug.

Calculated lifetime – LED modules: L80B10 ta35 – 70 000h, L70B10 ta35 – 100 000h

Order
number

Name
Lighting  

fixture luminous  
lux (lm)

Power  
input
(W)

Rated
power output

(lm/W)

Dimensions 
of lighting fixture 
A x B x C (mm)

Mounting
spacing D

(mm)

Weight
(kg)

Tolerance of luminous flux and power input of the lighting 
fixture +/- 10%

Ta max
(°C) 
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EM

051877

051878

051879

051880

051881

051882
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Stadard 
order 

number  
MULTI-1H MULTI-3H DALI 1F 3F

051850 051856 051862 051871 051850 1F 051850 3F

051851 051857 051863 051872 051851 1F 051851 3F

051852 051858 051864 051873 051852 1F 051852 3F

051853 051859 051865 051874 051853 1F 051853 3F

051854 051860 051866 051875 051854 1F 051854 3F

051855 051861 051867 051876 051855 1F 051855 3F

Accessories on request

Direct mounting

053940 Set of adjustable brackets PITBUL   

Suspended mounting

051146 Pole bracket PITBUL (for Ø 50 mm)

Direct mounting

054935 Set of stainless steel ceiling brackets 
PITBUL (2 pcs)

DIM – dimmable electronic ballast (DALI,DSI, 1-10V)  2.7K-6.5K - colour temperature

GESIS – possibility to equip lighting fixtures with connectors RAL - other colour scale

MULTI-1/3 - maintained emergency lighting   1/3 F - single-phase or three phase through wiring connection, maximum diameter of wires 2.5 mm2

EM-1/3 - non-maintained emergency lighting  NANO – lighting fixtures can be protected by special nano-layer (hydrophobic,   

NEREZ – housing is made from stainless steel AISI 304 or AISI 316  oleo phobic or antibacterial protection)

(in case of STAINLESS STEEL version its declared for ambient  CL - clear hardened safety glass 

temperature decreased about  5-10°C)    SF - silicone free

    

On request

Lighting fixture detail

Suspended mounting

004642 Suspension bracket DIN 580 M8 PITBUL - 1 pc

053941 Set of recessed frame PITBUL 1x-3x18W
053942   Set of recessed frame PITBUL 4x18W
053943 Set of recessed frame PITBUL 1x-3x36W
053944 Set of recessed frame PITBUL 4x36W
053945 Set of recessed frame PITBUL 1x-3x58W 
053946 Set of recessed frame PITBUL 4x58W
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RIDGE20

IP 20

4000K

055740 RIDGE20-H-5500-4K 5345 37 144 35 861x65x60 3

055741 RIDGE20-H-7500-4K 7126 49 145 35 1147x65x60 3,3

055742 RIDGE20-H-9200-4K 8908 62 144 35 1433x65x60 3,6

055743 RIDGE20-H-11000-4K 10690 74 144 35 1719x65x60 4

055744 RIDGE20-S-5500-4K 5217 37 141 35 861x65x60 3

055745 RIDGE20-S-7500-4K 6956 49 142 35 1147x65x60 3,3

055746 RIDGE20-S-9200-4K 8695 62 140 35 1433x65x60 3,6

055747 RIDGE20-S-11000-4K 10434 74 141 35 1719x65x60 4

055748 RIDGE20-R-5500-4K 5111 37 138 35 861x65x60 3

055749 RIDGE20-R-7500-4K 6815 49 139 35 1147x65x60 3,3

055750 RIDGE20-R-9200-4K 8519 62 137 35 1433x65x60 3,6

055751 RIDGE20-R-11200-4K 10222 74 138 35 1719x65x60 4

ta

-20°C

min.

HACCP

 A 

 B
 

 C 

C90-C270C0-C180

RIDGE20-S-4KRIDGE20-R-4KRIDGE20-H-4K

C90-C270C0-C180C90-C270C0-C180

400

600

800

1000

0° 15° 30°

45°

60°

75°

90°

105°105°

90°

75°

60°

45°

30° 15° 0°

200

300

400

500

0° 15° 30°

45°

60°

75°

90°

105°105°

90°

75°

60°

45°

30° 15° 0°

200

300

400

500

600

0° 15° 30°

45°

60°

75°

90°

105°105°

90°

75°

60°

45°

30° 15° 0°

In
d

u
s

tr
ia

l 
li

g
h

ti
n

g
 f

ix
tu

re
s

Application: Thanks to its luminous characteristics and excellent efficiency, the lighting fixture RIDGE20 is suitable for mounting at high ceiling rooms.

Ballast: EP – electronic 220-240 V/50-60 Hz AC, 220-240 V DC

Light source: LED, 4000K, CRI +80, MacAdam3

Housing: White painted steel sheet RAL 9003

Optics:  S – PMMA optics with wide radiant luminous characteristics 
 H – PMMA optics with deep radiant luminous characteristics 
 R – PMMA optics suitable for lighting of rack aisles 

Fastening: Suspension by means of suspension mechanism

Connection: Three-pole or five-pole WAGO connector

Standard equipment: Connector WAGO mating piece for diameter of cable 5.5 - 12 mm.

Calculated lifetime – LED modules: L80B10 ta35 – 70 000h
          L70B10 ta35 – 100 000h

Order
number

Name

Lighting 
fixture luminous 

flux (lm)

Power input
(W)

Rated
power output

(lm/W)

Dimensions 
of lighting fixture 
A x B x C (mm)

Weight
(kg)

Tolerance of luminous flux 
and power input of lighting 
fixture +/- 10%

Ta max
(°C) 
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Stadard 
order 

number  
MULTI-1H MULTI-3H DALI 1F 3F

050160 X X 050160 DALI X X

050161 X X 050161 DALI 050161 1F 050161 3F

050162 050162 1H 050162 3H 050162 DALI 050162 1F 050162 3F

050163 050163 1H 050163 3H 050163 DALI 050163 1F 050163 3F

050164 X X 050164 DALI X X

050165 X X 050165 DALI 050165 1F 050165 3F

050166 050166 1H 050166 3H 050166 DALI 050166 1F 050166 3F

050167 050167 1H 050167 3H 050167 DALI 050167 1F 050167 3F

050168 X X 050168 DALI X X

050169 X X 050169 DALI 050169 1F 050169 3F

050170 050170 1H 050170 3H 050170 DALI 050170 1F 050170 3F

050171 050171 1H 050171 3H 050171 DALI 050171 1F 050171 3F

Accessories on request

Suspended mounting

051142 Cable suspension RIDGE20

Direct mounting

051215 RIDGE20 direct joint

DIM – dimmable electronic ballast (DALI,DSI, 1-10V)  2.7K-6.5K - colour temperature

GESIS – possibility to equip lighting fixtures with connectors RAL - other colour scale

MULTI-1/3 - maintained emergency lighting   1/3 F - single-phase or three phase through wiring connection, maximum diameter of wires 2.5 mm2

On request

Lighting fixture detail
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RIDGE43

IP 43

4000K

055752 RIDGE43-H-5500-4K 5345 37 144 35 861x65x60 700 3

055753 RIDGE43-H-7500-4K 7126 49 145 35 1147x65x60 986 3,3

055754 RIDGE43-H-9200-4K 8908 62 144 35 1433x65x60 1261 3,6

055755 RIDGE43-H-11100-4K 10690 74 144 35 1719x65x60 1541 4

055756 RIDGE43-S-5500-4K 5217 37 141 35 861x65x60 700 3

055757 RIDGE43-S-7500-4K 6956 49 142 35 1147x65x60 986 3,3

055758 RIDGE43-S-9270-4K 8695 62 140 35 1433x65x60 1261 3,6

055759 RIDGE43-S-11100-4K 10434 74 141 35 1719x65x60 1541 4

055760 RIDGE43-R-5500-4K 5111 37 138 35 861x65x60 700 3

055761 RIDGE43-R-7500-4K 6815 49 139 35 1147x65x60 986 3,3

055762 RIDGE43-R-9200-4K 8519 62 137 35 1433x65x60 1261 3,6

055763 RIDGE43-R-11000-4K 10222 74 138 35 1719x65x60 1541 4

C90-C270C0-C180

RIDGE43-S-4KRIDGE43-R-4KRIDGE43-H-4K

C90-C270C0-C180C90-C270C0-C180
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Application: Thanks to its luminous characteristics and excellent efficiency, the lighting fixture RIDGE43 is suitable for mounting at high ceiling rooms.

Ballast: EP – electronic 220-240 V/50-60 Hz AC, 220-240 V DC

Light source: LED, 4000K, CRI +80, MacAdam3

Housing: White painted steel sheet RAL 9003

Optics:  S – PMMA optics with wide radiant luminous characteristics 
 H – PMMA optics with deep radiant luminous characteristics 
 R – PMMA optics suitable for lighting of rack aisles

Fastening: Suspension by means of suspension mechanism 

Connection: Screwless three-pole terminal block, max. diameter of wires 2.5 mm2

Standard equipment: GESIS connector for 6 - 10 mm diameter of cable

Calculated lifetime – LED modules: 

L80B10 ta30 – 75 000h
L70B10 ta30 – 110 000h

Order
number

Name

Lighting 
fixture luminous 

flux (lm)

Power  
input
(W)

Rated
power output

(lm/W)

Dimensions 
of lighting fixture 
A x B x C (mm)

Mounting
spacing D

(mm)

Weight
(kg)

Tolerance of luminous flux 
and power input of lighting 
fixture +/- 10%

Ta max
(°C) 
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Stadard 
order 

number  
MULTI-1H MULTI-3H DALI 1F 3F

050176 X X 050176 X X

050177 X X 050177 050177 1F 050177 3F

050178 050178 1H 050178 3H 050178 050178 1F 050178 3F

050179 050179 1H 050179 3H 050179 050179 1F 050179 3F

050180 X X 050180 X X

050181 X X 050181 050181 1F 050181 3F

050182 050182 1H 050182 3H 050182 050182 1F 050182 3F

050183 050183 1H 050183 3H 050183 050183 1F 050183 3F

050184 X X 050184 X X

050185 X X 050185 050185 1F 050185 3F

050186 050186 1H 050186 3H 050186 050186 1F 050186 3F

050187 050187 1H 050187 3H 050187 050187 1F 050187 3F

Accessories on request

Suspended mounting

003576 Suspension bracket M5x10 zn

DIM – dimmable electronic ballast (DALI,DSI, 1-10V)  2.7K-6.5K - colour temperature

GESIS – possibility to equip lighting fixtures with connectors RAL - other colour scale

MULTI-1/3 - maintained emergency lighting   1/3 F - single-phase or three phase through wiring connection, maximum diameter of wires 2.5 mm2

On request

Lighting fixture detail

Direct mounting

051216 Set for direct fastening RIDGE43 
(cable entry from the lighting fixture front side must be specified in the order)
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-40°C
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 B 
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GREY-LED

IP 66

C90-C90-C90-C90- C270C270C270C270 C0-C0-C0-C0- C180C180C180C180

4000K

056920 GREY-LED-S-17000-4K 15933 103 155 60 480 x 400 x 80 200 10

056924 GREY-LED-S-18500-4K 17191 113 152 55 480 x 400 x 80 200 10

056928 GREY-LED-S-21000-4K 19631 133 148 50 480 x 400 x 80 200 10

056932 GREY-LED-S-24500-4K 23108 164 141 55 480 x 400 x 80 200 10

056936 GREY-LED-S-29500-4K 27450 206 133 45 480 x 400 x 80 200 10

GREY-LED-ASGREY-LED-HGREY-LED-AHGREY-LED-S
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Application:  Dustproof LED floodlight series GREY-LED is designed for lighting of indoor as well as outdoor areas, e.g.billboards, sports facilities, parking-sites, 
stores, outdoor work areas. 

Ballast: EP – electronic - 220–240V, 50/60Hz, 220–240V, 0Hz

Body: Die-cast aluminium, black colour, RAL 9005, matt 

Cover: Hardened safety glass

Optics:   S – symmetrical wide beam radiant optics 

 AS – asymmetrical wide beam radiant optics 

 H – symmetrical narrow beam radiant optics 

 AH – asymmetrical narrow beam radiant optics 

Fastening: Surface mounted by means of adjustable bracket

Connection: Screwless three-pole terminal block, max. diameter of wires 2.5 mm2 

Standard equipment:  1x cable gland sealing included

Calculated lifetime of LED modules: 

L80B10 ta50°C – 60 000h

Order
number

Name

Lighting
fixture luminous flux

(lm)

Power 
input 
(W)

Rated
power output

(lm/W)

Dimensions
of lighting fixture 
A x B x C (mm)

Mounting
spacing D

(mm)

Weight
(kg)

Ta max
(°C) 

Tolerance of luminous flux and power input of the lighting fixture +/- 10%
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Stadard 
order 

number 
AS H AH S DALI AS DALI H DALI AH DALI

056920 056921 056922 056923 056920 DALI 056921 DALI 056922 DALI 056923 DALI

056924 056925 056926 056927 X X X X

056928 056929 056930 056931 056928 DALI 056929 DALI 056930 DALI 056931 DALI

056932 056933 056934 056935 X X X X

056936 056937 056938 056939 056936 DALI 056937 DALI 056938 DALI 056939 DALI

Lighting fixture detail

2.7K-6.5K - colour temperature

On request 
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050630 EXTRA-Ex-LED-OP-2750-218-4K 2345 16 147 50 670 460 2x18W 3,4

050610 EXTRA-Ex-LED-OP-4000-218-4K 3139 28 112 50 670 460 X 3,4

050631 EXTRA-Ex-LED-OP-5500-236-4K 4654 30 155 50 1280 880 2x36W 5,6

050611 EXTRA-Ex-LED-OP-8000-236-4K 6561 53 124 50* 1280 880 2x58W 5,6

EXTRA-Ex-LED, MULTIEXTRA-Ex-LED, EXTRA-Ex-LED-Em

 II 2G Ex eb mb op is IIC T4 Gb

 II 2D Ex tb op is IIIC T67°C Db

C90-C270C0-C180

EXTRA-Ex-LED-OP

ta -20°C
min

220-250 V

0 Hz

110-254 V

50-60 Hz IK 10

5years
Warranty

850°C
PC

FTZÚ 16 ATEX 0167X

A 155
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EXTRA-Ex-LED

IP 66 /  zone 1, 21

Application: The dustproof lighting fixture EXTRA-Ex-LED with splash water resistance is designed for lighting of areas with danger of explosion. The lighting 
fixture is certified by FTZU Ostrava-Radvanice (certificate type FTZU 16 ATEX 0167X).

Ballast: EP – electronic 110 – 254 V, 50/60 Hz AC, EP – electronic, 220 – 250 V, 0 Hz DC

Light source: LED, 4000K, CRI +80

Housing: Plastic material PC (polycarbonate), grey colour RAL 7035

Diffuser: Opal cover PC (polycarbonate)

Fastening: Surface ceiling or  wall mounting by means of two self-locking fastening brackets (standard equipment) or set of wall brackets - 

angle 45°, pole mounting via set of pole brackets, suspension by means of wire or cable suspenders. 

Connection: Screwless three-pole terminal block, maximum diameter of wires 4 mm²

Standard equipment: 1pc EX  plastic cable gland M20x1.5 (as a standard for diameter of cable 7-12mm), 1 pc EX plastic plug M20x1.5, 2 pcs stainless steel 
fastening bracket-AISI 304, stainless clips, double cable clip.

Calculated lifetime – LED modules: 

L80B50 ta50 – 60 000h

EXTRA-Ex-LED, MULTIEXTRA-Ex-LED, EXTRA-Ex-LED-Em

 II 2G Ex eb mb op is IIC T4 Gb

 II 2D Ex tb op is IIIC T67°C Db

Order
number

Name

Lighting 
fixture luminous  

flux (lm)

Power 
input
(W)

Rated
power output

(lm/W)

Dimensions 
of lighting fixture 

A (mm)

Mounting
spacing
B (mm)

Weight
(kg)

Tolerance of luminous flux and power input of the lighting fixture +/- 10%
* in version for 110V 50/60 Hz  declared for ta 40°C
**  Luminaires are not a direct replacement. They may vary in length. The required lighting of the room 
must be verified by calculation.

Ta max
(°C) 

 For areas with with the appearance of oily emulsions, 
aggressive chemicals, vibration, mechanical stress 

we recommend to use the fixtures series PITBUL-EX-LED, 
AQUA-EX-LED, EXTEND-EX-LED 

Equivalent**
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Stadard  
order number  

EM-1,5H EM-3H MULTI-1,5H MULTI-3H DALI 1F 3F

050610 X X X X X 050610 1F 050610 3F

050611 050612 050613 050614 050615 X 050611 1F 050611 3F

Accessories on request

001696 Wire suspension EXTRA 051131  Cable suspension EXTRA-2x (3m)

EM-1.5/3 - non-maintained emergency lighting  1/3 F - single-phase or three phase through wiring connection, max. diameter of wires 4 mm2 

MULTI-1.5/3 - maintained emergency lighting  3000 / 4000 / 6000 K - colour temperature

  

On request

Marking system and overview of approved variants of lighting fixtures

064643 
Set of brackets to a wall - angle 45° 
EXTRA (2 pcs)

Standard accessories M20

008060 Plastic cable gland Ex  M20x1.5

007047N Flat sealing ring EPDM 27x18.5x1.5 mm

008090 Plastic sealing plug Ex M20x1.5

008097 Plastic nut  WISKA EMUG 20 M20x1.5

Accessories for armoured cable M20

008052  
Cable gland BIMED M20x1.5 ORION 
UNIVERSAL (8+/- 0.5Nm)

008091  
Sealing plug WISKA EMVS20 
M20x1.5 Ex-nickel-plated brass

008093 
Nut WISKA EMMU20 M20x1.5
-nickel-plated brass

007047N
Flat sealing ring EPDM 
27x18.5x1.5 mm

Nickel-plated accessories M20

008092   
Cable gland WISKA EMSKE20 M20x1.5 
Ex-nickel-plated brass ( 8 Nm)

008093   
Nut WISKA EMMU20 
M20x1.5 - nickel-plated brass

008091  
Sealing plug WISKA EMVS20 
M20x1.5 Ex-nickel-plated brass

007047N
Flat sealing ring EPDM 
27x18.5x1.5 mm

EXTRA-Ex-LED-XXXX-YYY lighting fixture type for standard operation

MULTIEXTRA-Ex-LED-XXXX-YYY lighting fixture type for maintained emergency lighting

EXTRA-Ex-LED-Em-XXXX-YYY lighting fixture type for non-maintained emergency lighting

XXXX* indicates value of luminous flux (lumen) 4000/8000

YYY* indicates the type of lighting fixture housing 218/236

Lighting fixture 
detail

001748 LAK Protective cage EXTRA 18W 

001749 LAK Protective cage EXTRA 36W

001750 LAK Protective cage EXTRA 58W

051157 Pole bracket EXTRA (for Ø 50 mm)

Use of lighting fixtures in areas with danger  
of explosion

Marking of external 
influences

Area classification  

Marking Directive

Danger of explosion of flammable dust BE3N1 ZONE 21.22 ČSN EN 60079-14, ČSN EN 60079-10-2

Danger of explosion of flammable gases and vapours BE3N1 ZONE 1.2 ČSN EN 60079-14, ČSN EN 60079-10-1
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 MULTI/EXTEND-Ex-P-LED EXTEND–Ex–P–LED-WOD EXTEND-Ex-P-LED-Em

 II 2G Ex db eb mb op is IIC T4 Gb  II 2G Ex eb mb op is IIC T4 Gb  II 2G Ex db eb mb op is IIC T4 Gb

 II Ex tb op is IIIC T71°C Db  II Ex tb op is IIIC T71°C Db  II Ex tb op is IIIC T71°C Db

220-250 V

0 Hz

110-254 V

50-60 Hz IK 08

ta
-20°C
min.

5years
Warranty

850°C
PC

  A  B 

 C
 

  D

C90-C270C0-C180

EXTEND-Ex-P-LED

90°

75°

60°

45°

30°

15°15°

90°

75°

60°

45°

30°

FTZÚ 16 ATEX 0080X

053275 EXTEND-Ex-P-LED-D-2750-218-4K 2224 16 139 55* 728x244x156 570 1x36W/2x18W 5,06

053260 EXTEND-Ex-P-LED-D-4000-218-4K 3158 28 113 55 728x244x156 570 X 5,06

053276 EXTEND-Ex-P-LED-D-5500-236-4K 4123 30 137 55 1328x244x156 830 2x36W 8,1

053261 EXTEND-Ex-P-LED-D-8000-236-4K 6138 53 116 55* 1328x244x156 830 X 8,1

053277 EXTEND-Ex-P-LED-WOD-2750-218-4K 2224 16 139 55* 728x244x156 570 1x36W/2x18W 4,98

053262 EXTEND-Ex-P-LED-WOD-4000-218-4K 3158 28 113 55 728x244x156 570 X 4,98

053278 EXTEND-Ex-P-LED-WOD-5500-236-4K 4123 30 137 55 1328x244x156 830 2x36W 7,94

053263 EXTEND-Ex-P-LED-WOD-8000-236-4K 6138 53 116 55* 1328x244x156 830 X 7,94
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 MULTI/EXTEND-Ex-P-LED EXTEND–Ex–P–LED-WOD EXTEND-Ex-P-LED-Em

 II 2G Ex db eb mb op is IIC T4 Gb  II 2G Ex eb mb op is IIC T4 Gb  II 2G Ex db eb mb op is IIC T4 Gb

 II Ex tb op is IIIC T71°C Db  II Ex tb op is IIIC T71°C Db  II Ex tb op is IIIC T71°C Db

EXTEND-Ex-P-LED

IP 66 /  zone 1, 21

Application: Dustproof lighting fixture EXTEND-Ex-P-LED with splash water resistance is designed for lighting of areas with danger of explosion.The lighting 
fixture is certified by FTZU Ostrava-Radvanice (certificate type FTZU 16 ATEX 0080X).

Ballast: EP – electronic 110 – 254 V, 50/60 Hz AC, EP – electronic, 220 – 250 V, 0 Hz DC

Light source: LED, 4000K, CRI +80

Housing: Plastic material GRP (polyester filled with fibreglass), grey colour RAL7035

Diffuser: PC (polycarbonate), clear

Fastening: Direct surface ceiling or  wall mounting, ceiling mounting via set of stainless steel ceiling brackets, pole mounting via set of pole brackets, suspen-
sion mounting  via set of suspension brackets.

Connection: Screwless three-pole terminal block, maximum diameter of wires 4 mm²

Standard equipment: 1 pc packing cable gland M25x1.5 (as a standard for diameter of cable 12-18mm), 2 pcs sealing plug M25x1.5 

Calculated lifetime – LED modules:  L80B50 ta55 - 50 000h

Order
number

Name
Lighting 

fixture luminous 
flux (lm)

Power  
input
(W)

Rated
power output

(lm/W)

Dimensions 
of lighting fixture 
A x B x C (mm)

Mounting
spacing D

(mm)
Weight
(kg)

Tolerance of luminous flux and power input of the lighting fixture +/- 10%
* in version for 110V 50/60 Hz  declared for ta 45°C
** Luminaires are not a direct replacement. They may vary in length. The required lighting of the room 
must be verified by calculation.

Ta max
(°C) Equivalent**
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Stadard 
order 

number  
EM-1,5H EM-3H MULTI-1,5H MULTI-3H DALI 1F 3F

053260 053268 053270 053264 053266 X 053260 1F 053260 3F

053261 053269 053271 053265 053267 X 053261 1F 053261 3F

053262 X X X X X 053262 1F 053262 3F

053263 X X X X X 053263 1F 053263 3F

XXXX indicates luminous flux intensity 4000/8000
YYY indicates type of lighting fixture housing 218/236

Accessories on request

051200 Set of ceiling stainless steel brackets EXTEND (2 pcs)-AISI 304

004642 Suspension bracket DIN 580 M8 -  1 pc

053296 EXTEND set of pole brackets (2pcs)

EM-1.5h/3h - non-maintained emergency lighting  1/3 F - single-phase or three phase through wiring connection max. diameter of wires 4 mm2

MULTI-1.5h/3h - maintained emergency lighting  3000/4000/6000K- colour temperature

  

On request

Marking system and overview of approved variants of lighting fixtures

EXTEND-Ex-P-LED-XXXX-YYY-WOD - without disconnector

EXTEND-Ex-P-LED-XXXX-YYY-D - with disconnector

EXTEND-Ex-P-LED-XXXX-YYY-1F - single-phase through wiring connection

EXTEND-Ex-P-LED-XXXX-YYY-3F - three-phase through wiring connection

Lighting fixture detail

Standard accessories M25

008061 Cable gland OBO V-TEC EX M25x1.5 - 2050331 (5.0 Nm)

008089  Plastic sealing plug Ex M25x1.5

008102 Plastic nut  WISKA EMUG 25 M25x1.5 black

007075 Flat sealing ring EPDM 32x23.5x1.5 mm

Accessories for armoured cable M25

008056   BIMED KBA 2M(25) Brass M25x1.5

008089   Plastic sealing plug Ex M25x1.5

008035  Nut WISKA EMMU25 M25x1.5 - nickel-plated brass

007075 Flat sealing ring EPDM 32x23.5x1.5 mm

Use of lighting fixtures in areas with 
danger of explosion 

Marking of external influences
Area classification 

Marking Directive

Danger of explosion of flammable dust BE3N1 ZONE 21.22 ČSN EN 60079-14, ČSN EN 60079-10-2

Danger of explosion of flammable gases and vapours BE3N2 ZONE 1.2 ČSN EN 60079-14, ČSN EN 60079-10-1
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220-250 V

0 Hz

110-254 V

50-60 Hz

ta 

-40°C 
min.IK 07

5years
Warranty

FTZÚ 16 ATEX 0089X

C90-C270C0-C180

PITBUL-Ex-LED-OP

PITBUL-Ex-LED PITBUL-Ex-LED-WOD

 II 2G Ex db eb mb op is IIC T4 Gb  II 2G Ex eb mb op is IIC T4 Gb

 II 2D Ex tb op is IIIC T67°C Db  II 2D Ex tb op is IIIC T67°C Db

 B
 

 C 

200

300

400

500

cd/klm � � 100%

0° 15° 30°

45°

60°

75°

90°

105°105°

90°

75°

60°

45°

30° 15° 0°

053684 PITBUL-Ex-LED-OP-D-2750-218-4K 2377 16 149 60 703x310x142 450 3x18W 7,7

053700 PITBUL-Ex-LED-OP-D-4000-218-4K 3373 30 112 60 703x310x142 450 4x18W 7,7

053685 PITBUL-Ex-LED-OP-D-5500-418-4K 4695 30 157 55 703x369x142 450 2x36W 10,3

053701 PITBUL-Ex-LED-OP-D-8000-418-4K 6663 51 131 55 703x369x142 450 X 10,3

053686 PITBUL-Ex-LED-OP-D-5500-236-4K 4784 30 159 60 1313x310x142 800 X 15,1

053702 PITBUL-Ex-LED-OP-D-8000-236-4K 6742 53 127 60 1313x310x142 800 2x58W/3x36W 15,1

053687 PITBUL-Ex-LED-OP-D-11000-436-4K 9546 60 159 55 1313x369x142 800 3x58W 19,4

053703 PITBUL-Ex-LED-OP-D-16000-436-4K 13447 102 132 55 1313x369x142 800 4x58W 19,4

053680 PITBUL-Ex-LED-OP-WOD-2750-218-4K 2377 16 149 60 703x310x142 450 3x18W 7,7

053696 PITBUL-Ex-LED-OP-WOD-4000-218-4K 3373 30 112 60 703x310x142 450 4x18W 7,7

053681 PITBUL-Ex-LED-OP-WOD-5500-418-4K 4695 30 157 55 703x369x142 450 2x36W 10,3

053697 PITBUL-Ex-LED-OP-WOD-8000-418-4K 6663 51 131 55 703x369x142 450 X 10,3

053682 PITBUL-Ex-LED-OP-WOD-5500-236-4K 4784 30 159 60 1313x310x142 800 X 15,1

053698 PITBUL-Ex-LED-OP-WOD-8000-236-4K 6742 53 127 60 1313x310x142 800 2x58W/3x36W 15,1

053683 PITBUL-Ex-LED-OP-WOD-11000-436-4K 9546 60 159 55 1313x369x142 800 3x58W 19,4

053699 PITBUL-Ex-LED-OP-WOD-16000-436-4K 13447 102 132 55 1313x369x142 800 4x58W 19,4L
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PITBUL-Ex-LED

IP 65 /  zone 1, 21

Application: The dustproof lighting fixture PITBUL-Ex-LED with splash water resistance is designed for lighting of areas with danger of explosion.The lighting 
fixture is certified by FTZU Ostrava-Radvanice (certificate type FTZU 16 ATEX 0089X).

Ballast: EP – electronic 110 – 254 V, 50/60 Hz, 220 – 250 V, 0 Hz DC 

Light source: LED, 4000K, CRI +80

Housing: White painted steel sheet RAL 9003

Diffuser: Opal hardened safety glass with HST test

Fastening: Direct surface wal or ceiling mounting via  M8 screws through the base, with ceiling brackets or adjustable brackets, suspension via suspension 
brackets, into false ceiling by means of recessed frame, on the pole with set of pole brackets. 

Connection: Screwless three-pole terminal block, maximum diameter of wires 4 mm²

Standard equipment: 1pc EX plastic cable gland M20x1,5 for diameter of cable 7-12mm, 1pc EX plastic sealing plug 

Calculated lifetime – LED modules: L80B50 ta55°C - 50 000h - 418/436

          L80B50 ta 60°C - 50 000h - 218/236

Order
number

Name

Lighting 
fixture  

luminous  
flux (lm)

Power 
input
(W)

Rated
power  
output
(lm/W)

Dimensions 
of lighting fixture 
A x B x C (mm)

Mounting
spacing D

(mm)

Weight
(kg)

Tolerance of luminous flux and 
power input of the lighting fixture 
+/- 10%
*  Luminaires are not a direct re-
placement. They may vary in length. 
The required lighting of the room 
must be verified by calculation.

Ta max
(°C) 

PITBUL-Ex-LED PITBUL-Ex-LED-WOD

 II 2G Ex db eb mb op is IIC T4 Gb  II 2G Ex eb mb op is IIC T4 Gb

 II 2D Ex tb op is IIIC T67°C Db  II 2D Ex tb op is IIIC T67°C Db

Equivalent*
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EM

053712 PITBUL-Ex-Em-LED-OP-600-218-4K

053713 PITBUL-Ex-Em-LED-OP-900-236-4K

053714 PITBUL-Ex-Em-LED-OP-400-218-4K

053715 PITBUL-Ex-Em-LED-OP-500-236-4K

008052,008056 008092 008061

www.vyrtych.com
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Stadard 
order 

number  
MULTI-1,5H MULTI-3H DALI 1F 3F FROST*

053700 053708 053704 X 053700 1F 053700 3F 053690

053701 053709 053705 X 053701 1F 053701 3F 053691

053702 053710 053706 X 053702 1F 053702 3F 053692

053703 053711 053707 X 053703 1F 053703 3F 053693

* lighting fixtures suitable for ambient temperatures -40°C

Use of lighting fixtures in areas with 
danger of explosion Marking of external influences

Area classification 

Marking Directive

Danger of explosion of flammable dust BE3N1 ZONE 21.22 ČSN EN 60079-14, ČSN EN 60079-10-2

Danger of explosion of flammable gases and vapours BE3N2 ZONE 1.2 ČSN EN 60079-14, ČSN EN 60079-10-1

XXXX indicates luminous flux intensity 4000/8000/16000
YYY indicates type of lighting fixture housing 
218/236/418/436

Marking system and overview of approved variants of lighting fixtures

PITBUL-Ex-LED-XXXX-YYY-WOD - without disconnector

PITBUL-Ex-LED-XXXX-YYY-D - with disconnector

PITBUL-Ex-LED-XXXX-YYY-2D - single-phase through wiring connection

PITBUL-Ex-LED-XXXX-YYY-1F - three-phase through wiring connection

PITBUL-Ex-LED-XXXX-YYY-3F - three phase continuous connection

Accessories on request

054935 Set of stainless steel ceiling 
brackets PITBUL (2 pcs)

053940 Set of adjustable brackets PITBUL   

051146 Pole bracket PITBUL (for Ø 50 mm)

004642 Suspension bracket DIN 580 M8 - 1 pc

053941 Set of recessed frame PITBUL 1x-3x18W

053942   Set of recessed frame PITBUL 4x18W

053943 Set of recessed frame PITBUL 1x-3x36W

053944 Set of recessed frame PITBUL 4x36W

053945 Set of recessed frame PITBUL 1x-3x58W 

053946 Set of recessed frame PITBUL 4x58W

EM-1.5/3 - non-maintained emergency lighting RAL - another colour scale

1/3 F - single-phase or three phase through wiring  NEREZ – body from stainless steel  AISI 304 or AISI 316 

connection, maximum diameter of wires 4 mm2 (in case of STAINLESS STEEL version its declared for ambient temperature decreased about  5-10°C)

MULTI-1.5/3 - maintained emergency lighting 3000/4000/6000K - colour temperature    

   

On request

Accessories for armoured cable M20

008052 Cable gland BIMED M20x1.5 ORION UNIVERSAL (8+/- 0.5Nm)

008091 Sealing plug WISKA EMVS20 M20x1.5 Ex-nickel-plated brass

008093 Nut WISKA EMMU20 M20x1.5 - nickel-plated brass

007047N Flat sealing ring EPDM 27x18.5x1.5 mm

Accessories for armoured cable M25

008056
BIMED KBA 2M(25) Brass 
M25x1.5

008089
Plastic Ex sealing plug 
M25x1.5

008035
Nut WISKA EMMU25 
M25x1.5 - nickel-plated brass

007075
Flat sealing ring 
EPDM 32x23.5x1.5 mm

Accessories M25

008061
Cable gland OBO V-TEC EX 
M25x1.5 - 2050331 (5.0 Nm)

008089
plastic Ex sealing plug 
M25x1.5

008102
Plastic nut WISKA EMUG 25 
M25x1.5 black

007075
Flat sealing ring 
EPDM 32x23.5x1.5 mm

Nickel-plated accessories M20

008092
Cable gland WISKA EMSKE20 
M20x1.5 Ex-nickel-plated brass (8 Nm)

008093
Nut WISKA EMMU20 
M20x1.5 - nickel-plated brass

008091
Sealing plug WISKA 
EMVS20 M20x1.5 Ex-nickel-plated brass

007047N
Flat sealing ring 
EPDM 27x18.5x1.5 mm

Lighting fixture detail
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IK 10

220-250 V

0 Hz

110-254 V

50-60 Hz
850°C

PC

5years
Warranty

ta 

-20°C 
min.

C90-C270C0-C180

AQUA-70-Ex-LED

AQUA-70–Ex-LED-D AQUA-70–Ex-LED-WOD

  II 2G Ex db eb mb op is IIC T4 Gb   II 2G Ex eb mb op is IIC T4 Gb 

  II 2D Ex tb op is IIIC T62°C Db   II 2D Ex tb op is IIIC T62°C Db

FTZÚ 17 ATEX 0052X

084240 AQUA-70-Ex-LED-D-2750-118-4K 2107 16 132 50 X 1149x425x65 2,9

084200 AQUA-70-Ex-LED-D-4000-118-4K 3061 28 109 50 1x36W 1149x425x65 2,9

084241 AQUA-70-Ex-LED-D-5500-136-4K 4175 30 139 50 1x58W 1709x425x65 4,7

084201 AQUA-70-Ex-LED-D-8000-136-4K 5985 51 117 50 X 1709x425x65 4,7

084242 AQUA-70-Ex-LED-WOD-2750-118-4K 2107 16 132 50 X 1149x425x65 2,9

084202 AQUA-70-Ex-LED-WOD-4000-118-4K 3061 28 109 50 1x36W 1149x425x65 2,9

084243 AQUA-70-Ex-LED-WOD-5500-136-4K 4175 30 139 50 1x58W 1709x425x65 4,7

084203 AQUA-70-Ex-LED-WOD-8000-136-4K 5985 51 117 50 X 1709x425x65 4,7
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AQUA-70-Ex-LED

IP 66 / IP 68 /  zone 1, 21

Application: Dustproof and water-tight lighting fixture AQUA-70-Ex-LED is designed for lighting of areas with danger of explosion. The lighting fixture is 
certified by FTZU Ostrava-Radvanice (certificate type FTZU 17 ATEX 0052X).

Ballast: EP – electronic 110-254 V, 50-60 Hz AC, 220-250 V, 0 Hz DC

Light source: LED, 4000K, CRI +80

Housing: Tube with outer diameter of 70 mm and wall thickness of 4 mm made from clear PC - IK10 (polycarbonate)

Fastening: Surface wall or ceiling mounting by means of plastic or stainless steel mounting brackets (not standard equipment) or suspension by means of 
cable suspenders

Standard equipment: 1pc EX plastic cable gland M20x1,5 for diameter of cable 7-13mm, 1pc EX plastic sealing plug

Calculated lifetime – LED modules: 

L80B50 ta50 – 45 000h

Order
number

Name

Lighting 
fixture lumi-

nous flux (lm)

Power 
input
(W)

Rated
power 
output

Dimensions 
of lighting fixture 
A x B x C (mm)

Weight
(kg)

Tolerance of luminous flux and power input of the lighting fixture +/- 10%
*  Luminaires are not a direct replacement. They may vary in length. The required lighting of the room must be 
verified by calculation.

Ta max
(°C) 

AQUA-70–Ex-LED-D AQUA-70–Ex-LED-WOD

  II 2G Ex db eb mb op is IIC T4 Gb   II 2G Ex eb mb op is IIC T4 Gb 

  II 2D Ex tb op is IIIC T62°C Db   II 2D Ex tb op is IIIC T62°C Db

Equivalent* 
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Stadard 
order 

number   
EM-1H EM-3H MULTI-1H MULTI-3H DALI 1F 3F

084200 X X X X X 084200 1F X

084201 X X X X X 084201 1F X

084202 X X X X X 084202 1F X

084203 X X X X X 084203 1F X

Accessories on request

008096 Plastic cable gland Ex M20x1.5

008097 Plastic nut WISKA EMUG 20 M20x1.5

008090 Sealing plug Ex M20x1.5

007047N Flat sealing ring EPDM 26x20x1.5 mm

3000/4000/6000K- colour temperature    

1/3 F - single-phase or three phase through wiring connection, max. diameter of wires 4 mm2    

On request

Lighting fixture detail

Marking system and overview of approved variants of lighting fixtures

AQUA-70-Ex-LED-D-XXXX-YYY lighting fixture type for standard operation with disconnector

AQUA-70-Ex-LED-WOD-XXXX-YYY lighting fixture type for standard operation without disconnector

XXXX* indicates value of luminous flux (lumen) 4000/8000

YYY* indicates type of lighting fixture housing  118/136

Direct mounting

053627 Stainless steel mounting bracket AQUA-70 (1 pc)

Direct mounting

053630 Mounting PC bracket AQUA-70, bright grey (1pc)

Direct mounting

053628 Stainless steel mounting bracket AQUA-70 (1 pc)

Direct mounting

064898 Stainless steel mounting bracket 
AQUA-70 (1 pc) for direct surface 
mounting

Direct mounting

053629 Mounting PC bracket AQUA-70, dark grey (1pc)  

Suspended mounting

051127 Cable suspension AQUA-70 (2 pcs)

053629  Mounting PC bracket AQUA-70, dark grey (1pc)   

Suspended mounting

051134 Cable suspension AQUA-70 (2 pcs) stainless steel

053628  Stainless steel mounting bracket AQUA-70 (1 pc)

Suspended mounting

051127 Cable suspension AQUA-70 (2 pcs)

053630 Mounting PC bracket AQUA-70, bright grey (1pc)

Use of lighting fixtures in areas with 
danger of explosion Marking of external influences

Area classification 

Marking Directive
Danger of explosion of flammable dust BE3N1 ZONE 21.22 ČSN EN 60079-14, ČSN EN 60079-10-2
Danger of explosion of flammable gases and vapours BE3N2 ZONE 1.2 ČSN EN 60079-14, ČSN EN 60079-10-1
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ta -20°C
min

220-250 V

0 Hz

110-254 V

50-60 Hz IK 10

5years
Warranty

850°C
PC

FTZÚ 17 ATEX 0053X

C90-C270C0-C180

RAMBO-Ex-LED

 C
 

 A  B 

 D E

RAMBO–Ex-LED-D RAMBO–Ex-LED-WOD

  II 2G Ex db eb mb op is IIC T4 Gb    II 2G Ex eb mb op is IIC T4 Gb 

  II 2D Ex tb op is IIIC T59°C Db   II 2D Ex tb op is IIIC T59°C Db

084250 RAMBO-Ex-LED-D-2750-118-4K 1953 16 122 50 1x36W 1318x113x76 1148x60 (Ø8) 7,6

084210 RAMBO-Ex-LED-D-4000-118-4K 2835 28 101 50 X 1318x113x76 1148x60 (Ø8) 7,6

084251 RAMBO-Ex-LED-D-5500-136-4K 3794 30 126 45 X 1878x113x76 1708x60 (Ø8) 11

084211 RAMBO-Ex-LED-D-8000-136-4K 5441 51 107 45 X 1878x113x76 1708x60 (Ø8) 11

084252 RAMBO-Ex-LED-WOD-2750-118-4K 1953 16 122 50 1x36W 1318x113x76 1148x60 (Ø8) 7,6

084212 RAMBO-Ex-LED-WOD-4000-118-4K 2835 28 101 50 X 1318x113x76 1148x60 (Ø8) 7,6

084253 RAMBO-Ex-LED-WOD-5500-136-4K 3794 30 126 45 X 1878x113x76 1708x60 (Ø8) 11

084213 RAMBO-Ex-LED-WOD-8000-136-4K 5441 51 107 45 X 1878x113x76 1708x60 (Ø8) 11
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RAMBO-Ex-LED

IP 66 / IP 67 /  zone 1, 21

Application: Antivandal lightning fixture RAMBO-Ex-LED with splash water resistance designed for lighting of areas with danger of explosion.The lighting 
fixture is certified by FTZU Ostrava-Radvanice (certificate type FTZU 17 ATEX 0053X).

Ballast: EP – electronic 110-254 V, 50-60 Hz AC, 220-250 V, 0 Hz DC

Light source: LED, 4000K, CRI +80

Housing: White painted steel sheet (RAL 9003) with plastic sides with end caps from polycarbonate.

Diffuser: Tube with outer diameter of 70 mm and wall thickness of 4 mm made from clear PC - IK10 (polycarbonate)

Fastening: Direct surface wall or ceiling mounting by means of  screws 

Connection: Screwless three-pole terminal block, maximum diameter of wires 4 mm²

Standard equipment: 1pc EX plastic cable gland M20x1,5 for diameter of cable 7-13mm, 1pc EX plastic sealing plug

Calculated lifetime – LED modules: 

L80B50 ta50 – 40 000h

Order
number

Name

Lighting 
fixture lumi-

nous  
flux (lm)

Power  
input
(W)

Rated
power 
output
(lm/W)

Dimensions 
of lighting fixture 
A x B x C (mm)

Mounting
spacing DxE

(mm)

Weight
(kg)

Tolerance of luminous flux and power input of the lighting fixture +/- 10%
* Luminaires are not a direct replacement. They may vary in length. The required lighting of the room 
must be verified by calculation.

Ta max
(°C) 

Equivalent*
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Stadard 
order 

number  
EM-1,5H EM-3H MULTI-1,5H MULTI-3H DALI 1F 3F

084210 X X X X X 084210 1F X

084211 X X X X X 084211 1F X

084212 X X X X X 084212 1F X

084213 X X X X X 084213 1F X

Use of lighting fixtures in areas with 
danger of explosion  Marking of external influences

Area classification 

Marking Directive

Danger of explosion of flammable dust BE3N1 ZONE 21.22 ČSN EN 60079-14, ČSN EN 60079-10-2

Danger of explosion of flammable gases and vapours BE3N2 ZONE 1.2 ČSN EN 60079-14, ČSN EN 60079-10-1

Accessories on request

008096 Plastic cable gland Ex  M20x1.5

008097 Plastic nut WISKA EMUG 20 M20x1.5

008090 Sealing plug Ex M20x1.5

007047N Flat sealing ring EPDM 26x20x1.5 mm

004569 RAMBO safety screw 6x10

order 
number 
on 
request

Corner bracket 30°

002020 Rambo special key

3000/4000/6000K- colour temperature  RAL – other colour scale

1/3 F - single-phase or three phase through wiring NEREZ – body from stainless steel  AISI 304 or AISI 316 

connection, max. diameter of wires 4 mm2   (in case of STAINLESS STEEL version its declared for ambient temperature decreased about  5-10°C) 

On request

Marking system and overview of approved variants of lighting fixtures

RAMBO-Ex-LED-D-XXXX-YYY lighting fixture type for standard operation with disconnector

RAMBO-Ex-LED-WOD-XXXX-YYY lighting fixture type for standard operation without disconnector

XXXX* indicates value of luminous flux (lumen) 4000/8000

YYY* indicates type of lighting fixture housing  118/136

Lighting fixture detail
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220-240 V

0 Hz

220-240 V

50-60 Hz IK 10

5years
Warranty

850°C
PC

ta -20°C
min

FTZÚ 16 ATEX 0102X

4000K

055260 EXTRA-N-LED-1250-218-4K 1089 8 136 40 670 460 1,4

055261 EXTRA-N-LED-2500-218-4K 2177 16 136 45 670 460 1,4

055262 EXTRA-N-LED-5000-218-4K 4310 33 131 40 670 460 1,5

055263 EXTRA-N-LED-2500-236-4K 2227 17 131 45 1280 880 2,3

055264 EXTRA-N-LED-5000-236-4K 4454 33 135 50 1280 880 2,5

055265 EXTRA-N-LED-10000-236-4K 8621 66 131 40 1280 880 2,7

055266 EXTRA-N-LED-3750-258-4K 3341 25 134 45 1580 1000 2,9

055267 EXTRA-N-LED-7500-258-4K 6682 50 134 45 1580 1000 2,8

055268 EXTRA-N-LED-12550-258-4K 10790 80 135 35 1580 1000 3,2

A 155

1
0
5

B

C90-C270C0-C180

EXTRA-N-LED

160

240

0° 15° 30°

45°

60°

75°

90°

105°105°

90°

75°

60°

45°

30° 15° 0°

EXTRA-N-LED, MULTIEXTRA-N-LED, EXTRA-N-LED-Em

 II 3G Ex nR IIC T6 Gc
 II 3D Ex tc IIIC T62°C Dc
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EXTRA-N-LED

IP 66 /  zone 2, 22

Application: Dustproof lighting fixture EXTRA-N-LED with splash water resistance designed for lighting of areas with danger of explosion.The lighting fixture 
is certified by FTZU Ostrava-Radvanice (certificate type FTZU 16 ATEX 0102X).

Ballast: EP – electronic 220 – 240 V, 50/60 Hz, 220 – 240 V, 0 Hz DC

Light source: LED, 4000K, CRI +80, MacAdam3

Housing: Plastic material PC (polycarbonate), grey colour RAL 7035

Diffuser: PC (polycarbonate) opal

Fastening: Surface ceiling or  wall mounting by means of two self-locking fastening brackets (standard equipment) or set of wall brackets - 

angle 45°, pole mounting via set of pole brackets, suspension by means of wire or cable suspenders.  

Connection: Screwless three-pole terminal block, maximum diameter of wires 2.5 mm² 

Standard equipment: 1pc EX  plastic cable gland M20x1.5 (as a standard for diameter of cable 7-12mm), 1 pc EX plastic plug M20x1.5, 2 pcs stainless steel 
fastening bracket-AISI 304, stainless clips, double cable clip.

Calculated lifetime – LED modules: L80B10 ta30 – 70 000h, L70B10 ta30 – 100 000h

Order
number

Name
Lighting 

fixture luminous 
flux (lm)

Power  
input
(W)

Rated
power output

(lm/W)

Dimensions 
of lighting fixture 

A (mm)

Mounting
spacing B

(mm)

Weight
(kg)

Tolerance of luminous flux and power input of the lighting 
fixture +/- 10%

Ta max
(°C) 
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EM

055282 EXTRA-N-LED-Em-500-218-4K

055283 EXTRA-N-LED-Em-500-236-4K

055284 EXTRA-N-LED-Em-500-258-4K

055285 EXTRA-N-LED-Em-500-218-4K

055286 EXTRA-N-LED-Em-500-236-4K

055287 EXTRA-N-LED-Em-500-258-4K

008052 008092 008060

www.vyrtych.com
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Stadard 
order 

number  
MULTI-1H MULTI-3H DALI 1F 3F

055260 055270 055276 055460 055260 1F 055260 3F

055261 055271 055277 055461 055261 1F 055261 3F

055262 X X 055462 055262 1F 055262 3F

055263 055272 055278 055463 055263 1F 055263 3F

055264 055273 055279 055296 055264 1F 055264 3F

055265 X X 055464 055265 1F 055265 3F

055266 055274 055280 055465 055266 1F 055266 3F

055267 055275 055281 055249 055267 1F 055267 3F

055268 055288* 055289* 055269 055268 1F 055268 3F

Standard accessories M20

008060 Plastic cable gland Ex  M20x1.5

007047N Flat sealing ring EPDM 27x18.5x1.5 mm

008090 Plastic sealing plug Ex M20x1.5

008097 Plastic nut  WISKA EMUG 20 M20x1.5

Accessories for armoured cable M20

008052  
Cable gland BIMED M20x1.5 ORION 
UNIVERSAL (8+/- 0.5Nm)

008091  
Sealing plug WISKA EMVS20 
M20x1.5 Ex-nickel-plated brass

008093 
Nut WISKA EMMU20 M20x1.5
-nickel-plated brass

007047N
Flat sealing ring EPDM
27x18.5x1.5 mm

Nickel-plated accessories M20

008092  
Cable gland WISKA EMSKE20 M20x1.5 
Ex-nickel-plated brass ( 8 Nm)

008093  
Nut WISKA EMMU20 
M20x1.5 - nickel-plated brass

008091  
Sealing plug WISKA EMVS20 
M20x1.5 Ex-nickel-plated brass

007047N
Flat sealing ring EPDM
27x18.5x1.5 mm

MULTIEXTRA-N-LED-10600-258-4K - max. ta 30°C

Use of lighting fixtures in areas with 
danger of explosion   

Marking of external influences
Area classification 

Marking Directive
Danger of explosion of flammable dust BE3N1 ZONE 22 ČSN EN 60079-14, ČSN EN 60079-10-2
Danger of explosion of flammable gases and vapours BE3N2 ZONE 2 ČSN EN 60079-14, ČSN EN 60079-10-1

DIM – dimmable electronic ballast (DALI,DSI, 1-10V)  EM-1/3 - non-maintained emergency lighting

GESIS – possibility to equip lighting fixtures with connectors  MULTI-1/3 - maintained emergency lighting

NANO – lighting fixtures can be protected by special nano-layer  2.7K-6.5K - colour temperature

(hydrophobic, oleophobic or antibacterial protection)   1/3 F  - single-phase or three phase through wiring connection, 

maximum diameter of wires 2.5 mm2

On request

Lighting fixture detail

Accessories on request

051131 Cable suspension-EXTRA-2x (3m)001696 Wire suspension EXTRA

001748 LAK Protective cage EXTRA 18W 

001749 LAK Protective cage EXTRA 36W

001750 LAK Protective cage EXTRA 58W

064643 Set of wall brackets - angle 45° EXTRA 
(2 pcs)

051157 Pole bracket EXTRA (for Ø 50 mm)
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056350 SALUKA-N-LED-1250-218-4K 954 8 119 45 705x192x90 510 3,9

056352 SALUKA-N-LED-5000-218-4K 3755 33 114 45 705x192x90 510 3,9

056351 SALUKA-N-LED-2500-218-4K 1908 16 119 45 705x192x90 510 3,8

056353 SALUKA-N-LED-2500-236-4K 1952 17 115 60 1305x192x90 1110 7,1

056354 SALUKA-N-LED-5000-236-4K 3904 33 118 60 1305x192x90 1110 7,1

056355 SALUKA-N-LED-10000-236-4K 7510 66 114 45 1305x192x90 1110 7

056356 SALUKA-N-LED-3750-258-4K 2928 25 117 45 1605x192x90 1410 8,1

056357 SALUKA-N-LED-7500-258-4K 5856 50 117 45 1605x192x90 1410 8,1

056358 SALUKA-N-LED-12550-258-4K 9399 80 117 40 1605x192x90 1410 8,3

220-240 V

0 Hz

220-240 V

50-60 Hz

5years
Warranty

ta -20°C
min

IK 07

FTZÚ 17 ATEX 0027X

C90-C270C0-C180

SALUKA-N-LED

SALUKA-N-LED, MULTISALUKA-N-LED, SALUKA-N-LED-Em

 II 3G  Ex nR IIC T6 Gc

 II 3D  Ex tc IIIC T65°C Dc

160

240

320

0° 15° 30°

45°

60°

75°

90°

105°105°
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75°

60°
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30° 15° 0°
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Order
number

Name
Lighting 

fixture luminous 
flux (lm)

Power 
input
(W)

Rated
power output

(lm/W)

Dimensions 
of lighting fixture 
A x B x C (mm)

Mounting
spacing D

(mm)

Weight
(kg)

Ta max
(°C) 

Tolerance of luminous flux and power input of the lighting 
fixture +/- 10%

SALUKA-N-LED

IP 66 /  zone 2, 22

Application: Dustproof lighting fixture SALUKA-N-LED with splash water resistance designed for lighting of areas with danger of explosion. The lighting 
fixture is certified by FTZU Ostrava-Radvanice (certificate type FTZU 17 ATEX 0027X).

Ballast: EP – electronic 220-240V/50-60Hz, 220-240V, 0 Hz DC 

Light source: LED, 4000K, CRI +80, MacAdam3

Housing: White painted steel sheet RAL 9003

Diffuser: Clear hardened safety glass

Reflector: White painted steel sheet RAL 9003

Fastening: Direct surface wall or ceiling mounting, ceiling mounting by means of ceiling brackets or adjustable brackets, wall mounting by means of wall arm 
brackets, pole mounting by means of pole brackets,  suspension via set of suspension hoocks (standard equipment) 

Connection: Screwless three-pole terminal block, maximum diameter of wires 2.5 mm2

Standard equipment: 1 pc M20 cable gland for diameter of cable 7-12 mm, 1 pc M20 sealing plug, 2 pcs suspending hook, 2 pcs rubber gasket

Calculated lifetime – LED modules: L80B10 ta40 – 70 000h, L70B10 ta40 – 100 000h
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